From jmac6235 at yahoo.com  Wed Jul  1 21:13:07 2015
From: jmac6235 at yahoo.com (J.D. MacAulay, WQ8U)
Date: Thu, 2 Jul 2015 01:13:07 +0000 (UTC)
Subject: [BoatAnchors] Classic Exchange  CX
Message-ID: <633527619.801605.1435799587064.JavaMail.yahoo@mail.yahoo.com>


The announcement for the September 2015 CX and the CX Newsletter for the January/February CX are on the CX website:CLASSIC EXCHANGE - CX - SEPTEMBER 2015
| ? |
| ? | ? | ? | ? | ? |
| CLASSIC EXCHANGE - CX - SEPTEMBER 2015ENCOURAGING RESTORATION, OPERATION AND ENJOYMENT OF OLDER COMMERCIAL AND HOME BREW HAM GEAR FOR OVER 30 YEARS  |
|  |
| View on www.classicexchange.org. | Preview by Yahoo |
|  |
| ? |

A weekday has been added to the usual Sunday CX so more BA enthusiasts can be part of the fun.Check the web site and see what else is new and then plan on being in the September CX.?Mac
WQ8UCX Newsletter Editor

Hillsborough, NC

From n7rk at cox.net  Thu Jul  2 12:38:46 2015
From: n7rk at cox.net (Dave Hollander)
Date: Thu, 02 Jul 2015 09:38:46 -0700
Subject: [BoatAnchors] Amplifier Parts for Sale
Message-ID: <55956916.4020100@cox.net>

Amplifier Parts for sale.

These are all from a Henry 2K that was parted out.

Prefer payment by paypal but other methods accepted.

1. 250 pf 4500 volt wide plate spaced variable capacitor - $60 plus 
shipping
This is a plate tuning capacitor from a Henry 2K linear amplifier. This 
capacitor is in excellent condition and ready to install in your 
amplifier or antenna tuner project.
http://n7rk.com/radiostuff9/bigplatecap.jpg
http://n7rk.com/radiostuff9/bigplatecap2.jpg

2. Antenna Changeover Relay Assembly from Henry 2K - $40 plus shipping
This is the antenna changeover relay assembly from a Henry 2K  amp with 
a bunch of other good parts such as a Millen high voltage connector, 11 
pin chassis connector, RF choke and more.
http://n7rk.com/radiostuff9/2k_relay_etc.jpg
http://n7rk.com/radiostuff9/2k_relay_etc2.jpg
http://n7rk.com/radiostuff9/2k_relay_etc3.jpg

3. Redmond blower from a Henry 2K Amplifier - $30 plus shipping
This has been tested and works  but is slow starting. Probably needs new 
lubrication?
http://n7rk.com/radiostuff9/2kblower.jpg
http://n7rk.com/radiostuff9/2kblower2.jpg

4. Airdux HR-2K Tank Coil Pi-Network Assembly for 80-10 Meters - $35
Pulled from a Henry 2K Linear Amplifier. This will work with a air of 
3-500 or 4-400 Tubes. Good for a homebrew linear amplifier project. 
Includes insulators for mounting to a chassis.
http://n7rk.com/radiostuff9/airduxHR2K.jpg
http://n7rk.com/radiostuff9/airduxHR2K2.jpg

5. Band Input Circuit Assembly from a Henry 2K - $40 plus shipping
This has coils for 80-10 meters and was used with a pair of 3-400 tubes. 
The assembly is in nice shape but the detent on the rotary switch is not 
working.
http://n7rk.com/radiostuff9/2kinputckt.jpg
http://n7rk.com/radiostuff9/2kinputckt2.jpg
http://n7rk.com/radiostuff9/2kinputckt3.jpg

6. Henry 2K Plate and Loading Dials - $22 plus shipping
These are plate and loading dials that go behind the front panel and are 
seen through the windows. They fit a standard 1/4 inch shaft.
http://n7rk.com/radiostuff9/2kdials.jpg
http://n7rk.com/radiostuff9/2kdials2.jpg

-- 
***********************************************************
Dave  N7RK          Boatanchors Home Page: http://n7rk.com
Phoenix, Arizona         *DXCC Honor Roll*    *WAZ#22 - 75 Meter SSB*




From wwatson5 at sbcglobal.net  Fri Jul  3 12:44:42 2015
From: wwatson5 at sbcglobal.net (William Watson)
Date: Fri, 3 Jul 2015 16:44:42 +0000 (UTC)
Subject: [BoatAnchors] Source of Dial Drive Belts
Message-ID: <665515739.1741872.1435941882250.JavaMail.yahoo@mail.yahoo.com>

 I have found a good source for square (cross-section) O-rings that are excellent dial drive belt replacements.? I use the 1/8" square cross-section rings.

www.theoringstore.com

JoeW5WBR


From ddillman at igc.org  Sat Jul  4 21:38:09 2015
From: ddillman at igc.org (Richard Dillman)
Date: Sat, 4 Jul 2015 18:38:09 -0700 (GMT-07:00)
Subject: [BoatAnchors] Night of Nights 2015!
Message-ID: <22677874.1436060289259.JavaMail.root@mswamui-backed.atl.sa.earthlink.net>


Night of Nights 2015

Full Details Available

Yes, of course there will be a Night of Nights 2015!  On 12 July as usual.

MRHS Newsletter No. 51 has just been published with all the Night of Night details plus lots of other thrilling articles.  Read about our plans to reconstruct a RCA SSB R3 diversity receiver, our acquisition of an IP-501-A receiver from 1925, and of course Frank Geisel's KPH reports from 1946

Read it all by clicking HERE:

http://tinyurl.com/q4yhk6n

RD

=================================
Richard Dillman, T2-GB-061170
Chief Operator, Coast Station KSM
Maritime Radio Historical Society
http://www.radiomarine.org
=================================


From ajamas.rn at gmail.com  Sun Jul  5 14:51:32 2015
From: ajamas.rn at gmail.com (Katz Ajamas)
Date: Sun, 5 Jul 2015 14:51:32 -0400
Subject: [BoatAnchors] Manson division if Hallcrafters. CV1650. HF converter
	and matching synthesizer.
Message-ID: <CA+kZa5qZXBQ7Z-81FG+E-xAvM-vhqRpODL0RP9cy2=jy3J+DGg@mail.gmail.com>

Aloha!

This is Bob.  ex wb4mnf. I've been busy with schoil and work and getting
hurt at work. New jib is 2day/week so finally have plenty of BA and old
motorbike time.

These two Manson pieces are vacuum tube based BAs. They are rack mount,
maybe 5" tall. It appear to be a HF RF converter to a 1750kc IF output and
a matching frequency sythedizer for digital selection of a phase locked
conversion freq.

I am looking for info and/or documentation.

Thanks!

73, Bob, AH7I/w4(Atlanta)


From arc5 at ix.netcom.com  Wed Jul  8 07:49:55 2015
From: arc5 at ix.netcom.com (David Stinson)
Date: Wed, 8 Jul 2015 06:49:55 -0500
Subject: [BoatAnchors] Cancer Collins
Message-ID: <CB3D3720D5B246BBA834410CD6AF63A0@DaddyPC>

You think maybe this was in a smoker's shack? LOL.
http://memphis.craigslist.org/ele/5107050639.html


From navy.radio at gmail.com  Wed Jul  8 11:37:27 2015
From: navy.radio at gmail.com (Nick England)
Date: Wed, 8 Jul 2015 11:37:27 -0400
Subject: [BoatAnchors] Raleigh NC hamfest
Message-ID: <CAB55hNfs=a=jmj+BZEyFi=6+3KKyAx6h6mACoam87rRiNnmPLg@mail.gmail.com>

I missed it but we have photos thanks to WG, K4WGD -
http://www.virhistory.com/ham/rars-15.htm


From ddillman at igc.org  Wed Jul  8 13:34:41 2015
From: ddillman at igc.org (Richard Dillman)
Date: Wed, 8 Jul 2015 10:34:41 -0700 (GMT-07:00)
Subject: [BoatAnchors] Night of Nights Update
Message-ID: <16663506.1436376881506.JavaMail.root@mswamui-backed.atl.sa.earthlink.net>


Night of Nights Update

Good news!

The MF antenna has been restored and the KPH and KSM frequencies have been confirmed. Get all the details on the special update issue of the MRHS Newsletter at:

http://tinyurl.com/pj9jlco

RD

=================================
Richard Dillman, T2-GB-061170
Chief Operator, Coast Station KSM
Maritime Radio Historical Society
http://www.radiomarine.org
=================================


From gsantacanav at gmail.com  Thu Jul  9 23:46:08 2015
From: gsantacanav at gmail.com (Guido Santacana)
Date: Thu, 9 Jul 2015 23:46:08 -0400
Subject: [BoatAnchors] Meissner Analyst
Message-ID: <00345BDC-FD0C-4E08-99ED-1067AC0D6538@gmail.com>

Gentlemen,

  I am at a crossroads with my Analyst. The electronics can be easily restored but not so with the cosmetics. The front panel silk screening is basically gone. I just went over my head on this one regarding the front panel. So, should I try and get a front panel in good shape (probably unobtanium) or.....part it which is something I have never done with my projects but in this case I don't see any alternatives. A pity because I would like to see this classic test rig working.

Best 73s

Guido Santacana KP4FAR

Sent from my iPad

From gumbear at pacbell.net  Fri Jul 10 14:32:38 2015
From: gumbear at pacbell.net (Arden Allen)
Date: Fri, 10 Jul 2015 11:32:38 -0700
Subject: [BoatAnchors] Meissner Analyst
In-Reply-To: <00345BDC-FD0C-4E08-99ED-1067AC0D6538@gmail.com>
References: <00345BDC-FD0C-4E08-99ED-1067AC0D6538@gmail.com>
Message-ID: <21D8262B8C6B4F20ADF99C01C5662F44@KB6NAX>

>  I am at a crossroads with my Analyst. The electronics can be easily 
> restored but not so with the cosmetics. The front panel silk screening is 
> basically gone. I just went over my head on this one regarding the front 
> panel. So, should I try and get a front panel in good shape (probably 
> unobtanium) or.....part it which is something I have never done with my 
> projects but in this case I don't see any alternatives. A pity because I 
> would like to see this classic test rig working.

Hi Guido - This if the kind of problem that keeps me awake at night.  I've 
spent hours and days on seemingly futile attempts to overcome restoration 
difficulties.  But time and patience has always finally come to the rescue. 
If that is the vein you like to work in don't give up hope.  You can remove 
the panel and study in detail its state of deterioration and possibly 
innovate some solutions.  Or create artwork for a total restoration to work 
from.  Turning the Meissner into a shoe box full of parts of little use is 
repugnant to the BA community unless another unit is in dire need and has 
better hopes of being fully restored.  Let us know what you come up with.

Arden Allen
KB6NAX

He who is cruel to animals becomes
hard also in his dealings with men.
We can judge the heart of a man by
his treatment of animals.
?Immanuel Kant 



From wwatson5 at sbcglobal.net  Sat Jul 11 21:08:56 2015
From: wwatson5 at sbcglobal.net (William Watson)
Date: Sun, 12 Jul 2015 01:08:56 +0000 (UTC)
Subject: [BoatAnchors] An Unuseal Triplett 630-NA
Message-ID: <1912351200.455372.1436663336894.JavaMail.yahoo@mail.yahoo.com>

 Some of you old timers need to help me out (I?am only 78....)
Today, I acquired a handsome Triplettt 260-NA meter at an estate sale that has a leather case that opens like two doors on the front, with 3 snaps that hold the doors closed.It is a beautiful mirror-scale meter, but for the life of me I have not been able to get it out of the case.? The side rivets on the case appear to go on into the meter.Perhaps they are supposed to snap out but the snaps may have corroded (i.e., "welded") together.? I have tried to unsnap them and the rivets are cutting through the case. 
This is a shame because it is such a beautiful case/meter combo.? There is still enough battery charge to enable the high ohms scales to work.? It looks like I may have to wreck the case to get the meter out to change the batteries.
Have any of you ever seen such a case and, if so, do you know how the meter is held in the case?? I have seen other types of cases for this same meter that are not as intimidating.
ThanksJoeW5WBR



From 1oldlens1 at ix.netcom.com  Sat Jul 11 23:53:09 2015
From: 1oldlens1 at ix.netcom.com (Richard Knoppow)
Date: Sat, 11 Jul 2015 20:53:09 -0700
Subject: [BoatAnchors] An Unuseal Triplett 630-NA
In-Reply-To: <1912351200.455372.1436663336894.JavaMail.yahoo@mail.yahoo.com>
References: <1912351200.455372.1436663336894.JavaMail.yahoo@mail.yahoo.com>
Message-ID: <55A1E4A5.6050206@ix.netcom.com>

       FWIW, I think the case you describe is illustrated in the back of 
the handbook at
http://www.triplett.com/wp-content/uploads/2012/11/Model_630_T6.pdf
     Also at:  http://www.farnell.com/datasheets/166721.pdf
      There is a back cover that snaps off the case.  I suspect the 
rivets for the handle on the uncased model may serve to hold it in the 
case.   The N type case is shown in a number of other Triplett 
instruction books.

On 7/11/2015 6:08 PM, William Watson via BoatAnchors wrote:
>   Some of you old timers need to help me out (I am only 78....)
> Today, I acquired a handsome Triplettt 260-NA meter at an estate sale that has a leather case that opens like two doors on the front, with 3 snaps that hold the doors closed.It is a beautiful mirror-scale meter, but for the life of me I have not been able to get it out of the case.  The side rivets on the case appear to go on into the meter.Perhaps they are supposed to snap out but the snaps may have corroded (i.e., "welded") together.  I have tried to unsnap them and the rivets are cutting through the case.
> This is a shame because it is such a beautiful case/meter combo.  There is still enough battery charge to enable the high ohms scales to work.  It looks like I may have to wreck the case to get the meter out to change the batteries.
> Have any of you ever seen such a case and, if so, do you know how the meter is held in the case?  I have seen other types of cases for this same meter that are not as intimidating.
> ThanksJoeW5WBR
>
> _______________________________________________
> BoatAnchors mailing list
> BoatAnchors at theporch.com
> https://minime.theporch.com/mailman/listinfo/boatanchors

-- 
Richard Knoppow
1oldlens1 at ix.netcom.com
WB6KBL



From wwatson5 at sbcglobal.net  Sun Jul 12 02:13:23 2015
From: wwatson5 at sbcglobal.net (William Watson)
Date: Sun, 12 Jul 2015 06:13:23 +0000 (UTC)
Subject: [BoatAnchors] An Unuseal Triplett 630-NA
In-Reply-To: <55A1E4A5.6050206@ix.netcom.com>
References: <55A1E4A5.6050206@ix.netcom.com>
Message-ID: <2038955659.538481.1436681603688.JavaMail.yahoo@mail.yahoo.com>

I believe Richard gets the prize.That case, identified as 639-M,?does indeed appear to be?the case.
Now I will look for the recessed screws suggested by others.
Joe WatsonW5WBR 


     On Saturday, July 11, 2015 10:53 PM, Richard Knoppow via BoatAnchors <boatanchors at theporch.com> wrote:
   

 ? ? ? FWIW, I think the case you describe is illustrated in the back of 
the handbook at
http://www.triplett.com/wp-content/uploads/2012/11/Model_630_T6.pdf
? ? Also at:? http://www.farnell.com/datasheets/166721.pdf
? ? ? There is a back cover that snaps off the case.? I suspect the 
rivets for the handle on the uncased model may serve to hold it in the 
case.? The N type case is shown in a number of other Triplett 
instruction books.

On 7/11/2015 6:08 PM, William Watson via BoatAnchors wrote:
>? Some of you old timers need to help me out (I am only 78....)
> Today, I acquired a handsome Triplettt 260-NA meter at an estate sale that has a leather case that opens like two doors on the front, with 3 snaps that hold the doors closed.It is a beautiful mirror-scale meter, but for the life of me I have not been able to get it out of the case.? The side rivets on the case appear to go on into the meter.Perhaps they are supposed to snap out but the snaps may have corroded (i.e., "welded") together.? I have tried to unsnap them and the rivets are cutting through the case.
> This is a shame because it is such a beautiful case/meter combo.? There is still enough battery charge to enable the high ohms scales to work.? It looks like I may have to wreck the case to get the meter out to change the batteries.
> Have any of you ever seen such a case and, if so, do you know how the meter is held in the case?? I have seen other types of cases for this same meter that are not as intimidating.
> ThanksJoeW5WBR
>
> _______________________________________________
> BoatAnchors mailing list
> BoatAnchors at theporch.com
> https://minime.theporch.com/mailman/listinfo/boatanchors

-- 
Richard Knoppow
1oldlens1 at ix.netcom.com
WB6KBL

_______________________________________________
BoatAnchors mailing list
BoatAnchors at theporch.com
https://minime.theporch.com/mailman/listinfo/boatanchors


  

From donreaves at gmail.com  Sun Jul 12 03:27:12 2015
From: donreaves at gmail.com (Don Reaves)
Date: Sun, 12 Jul 2015 02:27:12 -0500
Subject: [BoatAnchors] An Unuseal Triplett 630-NA
In-Reply-To: <2038955659.538481.1436681603688.JavaMail.yahoo@mail.yahoo.com>
References: <55A1E4A5.6050206@ix.netcom.com>
 <2038955659.538481.1436681603688.JavaMail.yahoo@mail.yahoo.com>
Message-ID: <CAEjO2LZ8Fh+aDhn8gJzpYXveDBjhUHY45OjuFt5X1Tx2O-z8jw@mail.gmail.com>

Nice finds, William, for the meter and Richard for the model info.  I keep
several Triplett and Simpson vintage meters around the shack.  I've had one
VOM so long (it was my Dad's and he used it daily in his radio-TV shop for
as long as I can remember) that the built in banana jacks are worn out.
I've not discovered any way to repair or replace those.

To complement those instruments I've collected quite a few portable lab
grade meters - typically in black phenolic cases or housed in wooden boxes
with classic dovetail joints.   Beautiful gear, but nearly all the leather
handles are rotten.

I've been casually watching for a source of replacement handles for years
but keep coming up dry, especially the handles identified as banana
handles.  Does anyone know of a source for real leather instrument case
handles?

>
> --

Don Reaves  W5OR


From wb3fau55 at neo.rr.com  Sun Jul 12 07:04:18 2015
From: wb3fau55 at neo.rr.com (wb3fau55 at neo.rr.com)
Date: Sun, 12 Jul 2015 7:04:18 -0400
Subject: [BoatAnchors] leather handles
Message-ID: <20150712110418.RKJ26.8643.root@cdptpa-web11>

Guys,  if you can find a old shoe repair shop,  or someone who makes  saddles,  you  can likely get new  leather strap handles made.  The other point to make  here is leather  dries out, it needs
 either a treatment with saddle soap or leather balm to prevent it from doing this. 73s Russ. 


From dxguy at earthlink.net  Sun Jul 12 08:13:22 2015
From: dxguy at earthlink.net (don davis)
Date: Sun, 12 Jul 2015 05:13:22 -0700
Subject: [BoatAnchors] An Unuseal Triplett 630-NA
In-Reply-To: <CAEjO2LZ8Fh+aDhn8gJzpYXveDBjhUHY45OjuFt5X1Tx2O-z8jw@mail.gmail.com>
References: <55A1E4A5.6050206@ix.netcom.com>
 <2038955659.538481.1436681603688.JavaMail.yahoo@mail.yahoo.com>
 <CAEjO2LZ8Fh+aDhn8gJzpYXveDBjhUHY45OjuFt5X1Tx2O-z8jw@mail.gmail.com>
Message-ID: <!&!AAAAAAAAAAAYAAAAAAAAAO3NLm+r0kBFo+eoEOIVyavCgAAAEAAAACCclN6mvttKliqxHM1lEmYBAAAAAA==@earthlink.net>

I've had very good luck with local shoe repair shops.

73 de don ad6pb


-----Original Message-----
From: BoatAnchors [mailto:boatanchors-bounces at theporch.com] On Behalf Of Don
Reaves via BoatAnchors
Sent: Sunday, July 12, 2015 12:27 AM
To: Boatanchors
Subject: Re: [BoatAnchors] An Unuseal Triplett 630-NA

Nice finds, William, for the meter and Richard for the model info.  I keep
several Triplett and Simpson vintage meters around the shack.  I've had one
VOM so long (it was my Dad's and he used it daily in his radio-TV shop for
as long as I can remember) that the built in banana jacks are worn out.
I've not discovered any way to repair or replace those.

To complement those instruments I've collected quite a few portable lab
grade meters - typically in black phenolic cases or housed in wooden boxes
with classic dovetail joints.   Beautiful gear, but nearly all the leather
handles are rotten.

I've been casually watching for a source of replacement handles for years
but keep coming up dry, especially the handles identified as banana handles.
Does anyone know of a source for real leather instrument case handles?

>
> --

Don Reaves  W5OR
_______________________________________________
BoatAnchors mailing list
BoatAnchors at theporch.com
https://minime.theporch.com/mailman/listinfo/boatanchors



From spr at earthlink.net  Sun Jul 12 10:57:55 2015
From: spr at earthlink.net (Scott Robinson)
Date: Sun, 12 Jul 2015 07:57:55 -0700
Subject: [BoatAnchors] An Unuseal Triplett 630-NA
In-Reply-To: <CAEjO2LZ8Fh+aDhn8gJzpYXveDBjhUHY45OjuFt5X1Tx2O-z8jw@mail.gmail.com>
References: <55A1E4A5.6050206@ix.netcom.com>
 <2038955659.538481.1436681603688.JavaMail.yahoo@mail.yahoo.com>
 <CAEjO2LZ8Fh+aDhn8gJzpYXveDBjhUHY45OjuFt5X1Tx2O-z8jw@mail.gmail.com>
Message-ID: <55A28073.8000300@earthlink.net>

Antique Electronic Supply sells (or used too...) a limted selection of 
handles for portable radios and guitar amps. www.tubesandmore.com

/scott

On 7/12/15 12:27 AM, Don Reaves via BoatAnchors wrote:
> Nice finds, William, for the meter and Richard for the model info.  I keep
> several Triplett and Simpson vintage meters around the shack.  I've had one
> VOM so long (it was my Dad's and he used it daily in his radio-TV shop for
> as long as I can remember) that the built in banana jacks are worn out.
> I've not discovered any way to repair or replace those.
>
> To complement those instruments I've collected quite a few portable lab
> grade meters - typically in black phenolic cases or housed in wooden boxes
> with classic dovetail joints.   Beautiful gear, but nearly all the leather
> handles are rotten.
>
> I've been casually watching for a source of replacement handles for years
> but keep coming up dry, especially the handles identified as banana
> handles.  Does anyone know of a source for real leather instrument case
> handles?
>
>>
>> --
>
> Don Reaves  W5OR
> _______________________________________________
> BoatAnchors mailing list
> BoatAnchors at theporch.com
> https://minime.theporch.com/mailman/listinfo/boatanchors
>


From ddillman at igc.org  Sun Jul 12 11:00:50 2015
From: ddillman at igc.org (Richard Dillman)
Date: Sun, 12 Jul 2015 08:00:50 -0700 (GMT-07:00)
Subject: [BoatAnchors] Night of Nights XVI - Ready to Go!
Message-ID: <5603461.1436713250723.JavaMail.root@elwamui-rustique.atl.sa.earthlink.net>


KSM and K6KPH on-air operations proceeded normally on Saturday but behind the scenes preparations were underway for today's Night of Nights XVI event.  Primary among these was the tuning of the newly restored Marconi T MF transmitting antenna.  I'm pleased to report that the efforts were successful so KSM, KPH and KFS will be heard on 500kc.  KPH and KSM will be heard also on 426kc (KFS is not authorized for this frequency).

That's in addition to all the HF channels for these stations, plus WLO, KLB, NMC, NMQ and NMW.

Plus amateur stations K6KPH and W4WLO will be listening for calls.

Full details in MRHS Newsletters 51 and 51a available via the links on our home page at http://www.radiomarine.org

(These links were temporarily down last night because the Newsletter server was off line.  They work again now)

VY 73,

RD

=================================
Richard Dillman, T2-GB-061170
Chief Operator, Coast Station KSM
Maritime Radio Historical Society
http://www.radiomarine.org
=================================


From radios at sbcglobal.net  Sun Jul 12 11:04:20 2015
From: radios at sbcglobal.net (Lenox Carruth)
Date: Sun, 12 Jul 2015 10:04:20 -0500
Subject: [BoatAnchors] An Unuseal Triplett 630-NA
In-Reply-To: <CAEjO2LZ8Fh+aDhn8gJzpYXveDBjhUHY45OjuFt5X1Tx2O-z8jw@mail.gmail.com>
References: <55A1E4A5.6050206@ix.netcom.com>
 <2038955659.538481.1436681603688.JavaMail.yahoo@mail.yahoo.com>
 <CAEjO2LZ8Fh+aDhn8gJzpYXveDBjhUHY45OjuFt5X1Tx2O-z8jw@mail.gmail.com>
Message-ID: <007801d0bcb4$08e3daf0$1aab90d0$@net>


Go to Tandy Leather and get what you need to make them yourself.  I have
made relatively complicated handles for BC-659s, etc. and it is not
difficult.  May take a little practice for the more complicated handles.
The leather needs to be damp to form them.  Flat handles like on meters are
easy.  Carefully disassemble the old handle and use the parts as patterns.
If you don't have the old handle, you can probably find a picture and get so
close that nobody will know the difference.

Lenox Carruth
WA5OVG



-----Original Message-----
From: BoatAnchors [mailto:boatanchors-bounces at theporch.com] On Behalf Of Don
Reaves via BoatAnchors
Sent: Sunday, July 12, 2015 2:27 AM
To: Boatanchors
Subject: Re: [BoatAnchors] An Unuseal Triplett 630-NA

Nice finds, William, for the meter and Richard for the model info.  I keep
several Triplett and Simpson vintage meters around the shack.  I've had one
VOM so long (it was my Dad's and he used it daily in his radio-TV shop for
as long as I can remember) that the built in banana jacks are worn out.
I've not discovered any way to repair or replace those.

To complement those instruments I've collected quite a few portable lab
grade meters - typically in black phenolic cases or housed in wooden boxes
with classic dovetail joints.   Beautiful gear, but nearly all the leather
handles are rotten.

I've been casually watching for a source of replacement handles for years
but keep coming up dry, especially the handles identified as banana handles.
Does anyone know of a source for real leather instrument case handles?

>
> --

Don Reaves  W5OR
_______________________________________________
BoatAnchors mailing list
BoatAnchors at theporch.com
https://minime.theporch.com/mailman/listinfo/boatanchors



From spr at earthlink.net  Sun Jul 12 11:20:14 2015
From: spr at earthlink.net (Scott Robinson)
Date: Sun, 12 Jul 2015 08:20:14 -0700
Subject: [BoatAnchors] An Unuseal Triplett 630-NA
In-Reply-To: <007801d0bcb4$08e3daf0$1aab90d0$@net>
References: <55A1E4A5.6050206@ix.netcom.com>
 <2038955659.538481.1436681603688.JavaMail.yahoo@mail.yahoo.com>
 <CAEjO2LZ8Fh+aDhn8gJzpYXveDBjhUHY45OjuFt5X1Tx2O-z8jw@mail.gmail.com>
 <007801d0bcb4$08e3daf0$1aab90d0$@net>
Message-ID: <55A285AE.5080207@earthlink.net>

Folks,

Another source is a luggage repair shop, if you live near one. After 
some administrative hassle ("We fix things; we don't sell parts") , I 
got my local to make a very complex Zenith T/O handle, and it looks 
*just* like new, including the rounded bottom part to make it easier on 
the hand.

My shop already can do electronic repair and calibration, engine 
rebuilding, and has a lathe and parts for 7 bikes and a host of radios; 
I don't have space for leather tools, too.

Peace,

Scott

On 7/12/15 8:04 AM, Lenox Carruth via BoatAnchors wrote:
>
> Go to Tandy Leather and get what you need to make them yourself.  I have
> made relatively complicated handles for BC-659s, etc. and it is not
> difficult.  May take a little practice for the more complicated handles.
> The leather needs to be damp to form them.  Flat handles like on meters are
> easy.  Carefully disassemble the old handle and use the parts as patterns.
> If you don't have the old handle, you can probably find a picture and get so
> close that nobody will know the difference.
>
> Lenox Carruth
> WA5OVG
>
>
>
> -----Original Message-----
> From: BoatAnchors [mailto:boatanchors-bounces at theporch.com] On Behalf Of Don
> Reaves via BoatAnchors
> Sent: Sunday, July 12, 2015 2:27 AM
> To: Boatanchors
> Subject: Re: [BoatAnchors] An Unuseal Triplett 630-NA
>
> Nice finds, William, for the meter and Richard for the model info.  I keep
> several Triplett and Simpson vintage meters around the shack.  I've had one
> VOM so long (it was my Dad's and he used it daily in his radio-TV shop for
> as long as I can remember) that the built in banana jacks are worn out.
> I've not discovered any way to repair or replace those.
>
> To complement those instruments I've collected quite a few portable lab
> grade meters - typically in black phenolic cases or housed in wooden boxes
> with classic dovetail joints.   Beautiful gear, but nearly all the leather
> handles are rotten.
>
> I've been casually watching for a source of replacement handles for years
> but keep coming up dry, especially the handles identified as banana handles.
> Does anyone know of a source for real leather instrument case handles?
>
>>
>> --
>
> Don Reaves  W5OR
> _______________________________________________
> BoatAnchors mailing list
> BoatAnchors at theporch.com
> https://minime.theporch.com/mailman/listinfo/boatanchors
>
> _______________________________________________
> BoatAnchors mailing list
> BoatAnchors at theporch.com
> https://minime.theporch.com/mailman/listinfo/boatanchors
>


From radios at sbcglobal.net  Sun Jul 12 11:33:39 2015
From: radios at sbcglobal.net (Lenox Carruth)
Date: Sun, 12 Jul 2015 10:33:39 -0500
Subject: [BoatAnchors] An Unuseal Triplett 630-NA
In-Reply-To: <55A285AE.5080207@earthlink.net>
References: <55A1E4A5.6050206@ix.netcom.com>
 <2038955659.538481.1436681603688.JavaMail.yahoo@mail.yahoo.com>
 <CAEjO2LZ8Fh+aDhn8gJzpYXveDBjhUHY45OjuFt5X1Tx2O-z8jw@mail.gmail.com>
 <007801d0bcb4$08e3daf0$1aab90d0$@net> <55A285AE.5080207@earthlink.net>
Message-ID: <007a01d0bcb8$20e49500$62adbf00$@net>


Tools should  not be a problem.  The most I have ever needed for handles is
a hole punch (like a hand paper hole punch but with adjustable sizes), a
good pair of scissors, and the hand stitching tool you get at the leather
store.  You can also get the punch at the leather store.  You can probably
store them under the bed of your lathe.  I sold mine because I only used it
about once every two years and now, 35 years after selling it, I need it to
make a screw.  Oh well!

Lenox



-----Original Message-----
Sent: Sunday, July 12, 2015 10:20 AM


Folks,

Another source is a luggage repair shop, if you live near one. After some
administrative hassle ("We fix things; we don't sell parts") , I got my
local to make a very complex Zenith T/O handle, and it looks
*just* like new, including the rounded bottom part to make it easier on the
hand.

My shop already can do electronic repair and calibration, engine rebuilding,
and has a lathe and parts for 7 bikes and a host of radios; I don't have
space for leather tools, too.

Peace,

Scott

On 7/12/15 8:04 AM, Lenox Carruth via BoatAnchors wrote:
>
> Go to Tandy Leather and get what you need to make them yourself.  I 
> have made relatively complicated handles for BC-659s, etc. and it is 
> not difficult.  May take a little practice for the more complicated
handles.
> The leather needs to be damp to form them.  Flat handles like on 
> meters are easy.  Carefully disassemble the old handle and use the parts
as patterns.
> If you don't have the old handle, you can probably find a picture and 
> get so close that nobody will know the difference.
>
> Lenox Carruth
> WA5OVG
>
>
>
> -----Original Message-----
> From: BoatAnchors [mailto:boatanchors-bounces at theporch.com] On Behalf 
> Of Don Reaves via BoatAnchors
> Sent: Sunday, July 12, 2015 2:27 AM
> To: Boatanchors
> Subject: Re: [BoatAnchors] An Unuseal Triplett 630-NA
>
> Nice finds, William, for the meter and Richard for the model info.  I 
> keep several Triplett and Simpson vintage meters around the shack.  
> I've had one VOM so long (it was my Dad's and he used it daily in his 
> radio-TV shop for as long as I can remember) that the built in banana
jacks are worn out.
> I've not discovered any way to repair or replace those.
>
> To complement those instruments I've collected quite a few portable 
> lab grade meters - typically in black phenolic cases or housed in wooden
boxes
> with classic dovetail joints.   Beautiful gear, but nearly all the leather
> handles are rotten.
>
> I've been casually watching for a source of replacement handles for 
> years but keep coming up dry, especially the handles identified as banana
handles.
> Does anyone know of a source for real leather instrument case handles?
>
>>
>> --
>
> Don Reaves  W5OR
> _______________________________________________



From 1oldlens1 at ix.netcom.com  Sun Jul 12 12:34:20 2015
From: 1oldlens1 at ix.netcom.com (Richard Knoppow)
Date: Sun, 12 Jul 2015 09:34:20 -0700
Subject: [BoatAnchors] An Unuseal Triplett 630-NA
In-Reply-To: <CAEjO2LZ8Fh+aDhn8gJzpYXveDBjhUHY45OjuFt5X1Tx2O-z8jw@mail.gmail.com>
References: <55A1E4A5.6050206@ix.netcom.com>
 <2038955659.538481.1436681603688.JavaMail.yahoo@mail.yahoo.com>
 <CAEjO2LZ8Fh+aDhn8gJzpYXveDBjhUHY45OjuFt5X1Tx2O-z8jw@mail.gmail.com>
Message-ID: <55A2970C.7080706@ix.netcom.com>

      I have a few of those meters too. They were certifiable standards 
used to calibrate other meters.   For handles try
http://www.brettunsvillage.com
       They may not have the exact handle but will have something close.
       I have an old 630-A  which I use all the time.  It meets its 
original specs and is better for many things than a modern DMM. For one 
thing I can get steady readings from noisy circuits.


On 7/12/2015 12:27 AM, Don Reaves via BoatAnchors wrote:
> Nice finds, William, for the meter and Richard for the model info.  I keep
> several Triplett and Simpson vintage meters around the shack.  I've had one
> VOM so long (it was my Dad's and he used it daily in his radio-TV shop for
> as long as I can remember) that the built in banana jacks are worn out.
> I've not discovered any way to repair or replace those.
>
> To complement those instruments I've collected quite a few portable lab
> grade meters - typically in black phenolic cases or housed in wooden boxes
> with classic dovetail joints.   Beautiful gear, but nearly all the leather
> handles are rotten.
>
> I've been casually watching for a source of replacement handles for years
> but keep coming up dry, especially the handles identified as banana
> handles.  Does anyone know of a source for real leather instrument case
> handles?
>
>> --
> Don Reaves  W5OR
> _______________________________________________
> BoatAnchors mailing list
> BoatAnchors at theporch.com
> https://minime.theporch.com/mailman/listinfo/boatanchors
>

-- 
Richard Knoppow
1oldlens1 at ix.netcom.com
WB6KBL



From hankvc at lostwells.net  Sun Jul 12 14:45:17 2015
From: hankvc at lostwells.net (Hank VC)
Date: Sun, 12 Jul 2015 12:45:17 -0600 (MDT)
Subject: [BoatAnchors] An Unuseal Triplett 630-NA
In-Reply-To: <1912351200.455372.1436663336894.JavaMail.yahoo@mail.yahoo.com>
Message-ID: <201507121845.t6CIjHkH028230@gold.lostwells.org>

The esteemed William Watson via BoatAnchors has said:
> 
>  Some of you old timers need to help me out (I??am only 78....)
> Today, I acquired a handsome Triplettt 260-NA meter at an estate sale that has a leather case that opens like two doors on the front, with 3 snaps that hold the doors closed.It is a beautiful mirror-scale meter, but for the life of me I have not been able to get it out of the case.?? The side rivets on the case appear to go on into the meter.Perhaps they are supposed to snap out but the snaps may have corroded (i.e., "welded") together.?? I have tried to unsnap them and the rivets are cutting through the case. 
> This is a shame because it is such a beautiful case/meter combo.?? There is still enough battery charge to enable the high ohms scales to work.?? It looks like I may have to wreck the case to get the meter out to change the batteries.
> Have any of you ever seen such a case and, if so, do you know how the meter is held in the case??? I have seen other types of cases for this same meter that are not as intimidating.

I assume that what you've got is a Triplett 630-NA.  Those were the
"standard issue" VOM's at Tektronix when I worked there in the '60s, and
I've always felt they were the very best in VOM's.  I have a 630-NA 
Type 4 which I bought new before Triplett discontinued them; with a
padded case which the meter simply slides into.  

Yes, the side rivets on the 630-NA go into the plastic meter case.  On
my type 4, they appear to be simply molded into the case.  However, on
earlier types, they may be threaded into molded-in nuts.  You can be
sure that there is a way to get the leather case off the rivets.  

Hank


From radios at sbcglobal.net  Sun Jul 12 16:27:25 2015
From: radios at sbcglobal.net (Lenox Carruth)
Date: Sun, 12 Jul 2015 15:27:25 -0500
Subject: [BoatAnchors] An Unuseal Triplett 630-NA
In-Reply-To: <201507121845.t6CIjHkH028230@gold.lostwells.org>
References: <1912351200.455372.1436663336894.JavaMail.yahoo@mail.yahoo.com>
 <201507121845.t6CIjHkH028230@gold.lostwells.org>
Message-ID: <008a01d0bce1$2b62e7b0$8228b710$@net>


I had one of these years ago and, as I remember, you need to remove the four
screws in the back of the meter and then take the front panel (which is the
meter) out of the case.  Can't remember how the Bakelite case is held in the
leather case but, I think, you get to it from the inside of the Bakelite
case.  I recall that there are two holes in the lower back of the leather
case to enable you to get to the bottom case screws and you open the back
door of the case to get to the top two screws.

Hope that works.  Please let me know.

Lenox
WA5OVG




-----Original Message-----
Subject: Re: [BoatAnchors] An Unuseal Triplett 630-NA

The esteemed William Watson via BoatAnchors has said:
> 
>  Some of you old timers need to help me out (I??am only 78....) Today, 
> I acquired a handsome Triplettt 260-NA meter at an estate sale that has a
leather case that opens like two doors on the front, with 3 snaps that hold
the doors closed.It is a beautiful mirror-scale meter, but for the life of
me I have not been able to get it out of the case.?? The side rivets on the
case appear to go on into the meter.Perhaps they are supposed to snap out
but the snaps may have corroded (i.e., "welded") together.?? I have tried to
unsnap them and the rivets are cutting through the case.
> This is a shame because it is such a beautiful case/meter combo.?? There
is still enough battery charge to enable the high ohms scales to work.?? It
looks like I may have to wreck the case to get the meter out to change the
batteries.
> Have any of you ever seen such a case and, if so, do you know how the
meter is held in the case??? I have seen other types of cases for this same
meter that are not as intimidating.

I assume that what you've got is a Triplett 630-NA.  Those were the
"standard issue" VOM's at Tektronix when I worked there in the '60s, and
I've always felt they were the very best in VOM's.  I have a 630-NA Type 4
which I bought new before Triplett discontinued them; with a padded case
which the meter simply slides into.  

Yes, the side rivets on the 630-NA go into the plastic meter case.  On my
type 4, they appear to be simply molded into the case.  However, on earlier
types, they may be threaded into molded-in nuts.  You can be sure that there
is a way to get the leather case off the rivets.  

Hank
_______________________________________________
BoatAnchors mailing list
BoatAnchors at theporch.com
https://minime.theporch.com/mailman/listinfo/boatanchors



From donreaves at gmail.com  Sun Jul 12 19:10:38 2015
From: donreaves at gmail.com (Don Reaves)
Date: Sun, 12 Jul 2015 18:10:38 -0500
Subject: [BoatAnchors] leather handles
In-Reply-To: <20150712110418.RKJ26.8643.root@cdptpa-web11>
References: <20150712110418.RKJ26.8643.root@cdptpa-web11>
Message-ID: <CAEjO2LZVuegf+YSYCtbDwGAeyufaVRHGnu3472szPHVXazufxw@mail.gmail.com>

Unfortunately, the leather handles and straps probably never had any
leather care prior to when I came across them so they are beyond being
restored.  This quest came about because one day I picked up a nice heavy
AC ammeter in a wooden box, after first visually checking the leather
handle, and started out the door with it from my shop to a kitchen table
project.  The handle snapped, the meter dropped to the ground, and I
uttered a few choice words.   The stress break was hidden underneath the
metal mounting tab.  (The instrument survived!)

Thanks to all the respondents who mentioned various sources.  I'm
encouraged that I'll find what I need.


From thompson at mindspring.com  Sun Jul 12 20:05:39 2015
From: thompson at mindspring.com (Dave Thompson)
Date: Sun, 12 Jul 2015 20:05:39 -0400 (GMT-04:00)
Subject: [BoatAnchors] leather handles
Message-ID: <1385591.1436745939786.JavaMail.root@mswamui-valley.atl.sa.earthlink.net>



I had a Hallicrafters S-72 portable receiver that had a broken handle and I bought one from Antique Electronic supply in Arizona.  Price was reasonable and the leather good quality.  Seems they also sell guitar supplies including carrying cases with leather handles.

Dave K4JRB


From gumbear at pacbell.net  Mon Jul 13 00:55:05 2015
From: gumbear at pacbell.net (Arden Allen)
Date: Sun, 12 Jul 2015 21:55:05 -0700
Subject: [BoatAnchors] leather handles
In-Reply-To: <CAEjO2LZVuegf+YSYCtbDwGAeyufaVRHGnu3472szPHVXazufxw@mail.gmail.com>
References: <20150712110418.RKJ26.8643.root@cdptpa-web11>
 <CAEjO2LZVuegf+YSYCtbDwGAeyufaVRHGnu3472szPHVXazufxw@mail.gmail.com>
Message-ID: <DA4EBFA53D09401DAFE2DC5CDF32EF09@KB6NAX>

> .......This quest came about because one day I picked up a nice heavy
AC ammeter in a wooden box, after first visually checking the leather
handle, and started out the door with it from my shop to a kitchen table
project.  The handle snapped, the meter dropped to the ground, .........

That happened to me once too but fortunately not a precision meter movement 
in a dovetailed wooden box.  I never trusted a leather handle since.  I grab 
some twine, a chunk of zip cord, anything that will make a temporary safety 
handle to add to the leather handle before I hoist the treasure an inch into 
the air.

Arden Allen
KB6NAX

He who is cruel to animals becomes
hard also in his dealings with men.
We can judge the heart of a man by
his treatment of animals.
?Immanuel Kant 



From wwatson5 at sbcglobal.net  Mon Jul 13 01:20:27 2015
From: wwatson5 at sbcglobal.net (William Watson)
Date: Mon, 13 Jul 2015 05:20:27 +0000 (UTC)
Subject: [BoatAnchors] CU-32 ART-13 Antenna Coupler Value
Message-ID: <202754915.898417.1436764827484.JavaMail.yahoo@mail.yahoo.com>

 I would like some idea what a CU-32 antenna coupler for an ART-13 transmitter is currently worth.? I have found a very nice one and I need to decide whether to keep it with the ART-13 or sell it.
Thanks.
JoeW5WBR

From 1oldlens1 at ix.netcom.com  Mon Jul 13 01:32:37 2015
From: 1oldlens1 at ix.netcom.com (Richard Knoppow)
Date: Sun, 12 Jul 2015 22:32:37 -0700
Subject: [BoatAnchors] leather handles
In-Reply-To: <DA4EBFA53D09401DAFE2DC5CDF32EF09@KB6NAX>
References: <20150712110418.RKJ26.8643.root@cdptpa-web11>
 <CAEjO2LZVuegf+YSYCtbDwGAeyufaVRHGnu3472szPHVXazufxw@mail.gmail.com>
 <DA4EBFA53D09401DAFE2DC5CDF32EF09@KB6NAX>
Message-ID: <55A34D75.2080506@ix.netcom.com>

     Yup, me too.   Managed to repair the damage to the meter.
      Now, I researched leather treatment some time ago to find out how 
to preserve leather camera bellows.  The Forest Service, of all people, 
seem to have done a lot of research on this.  The short answer is that 
there isn't much you can do.  Most leather dressings will keep the 
leather supple but not make it last longer and some encourage it to 
rot.   Once leather has begun to rot nothing will fix it.  Its important 
to make sure that the leather has some exposure to moisture.  Normal 
atmospheric moisture is enough but some dressings seal the surface and 
the leather can't "breath" so rots.   Too much moisture will, of course, 
also encourage degradation.   I could find nothing very definite on how 
much is right.  A lot of this has to do with the quality of the leather 
in the first place.   The handle that broke on my meter was a very heavy 
duty one with a metal staple under the leather, but the leather loosened 
or rotted and the staple pulled out.  Not visible unless you are looking 
specifically for such a problem and I am not sure how visible it is even 
then.
      A very long time ago some cameras came with "Russian Leather" for 
bellows and body covering, especially deluxe and tropical cameras.   
This was treated with birch oil after tanning and was supposed to be 
resistant to insects and mildew.  Usually the camera bodies were made of 
Teak also supposed to resist the same things. Anyway, Russia leather is 
sort of brick red so red leather became a symbol of quality even though 
a lot of it was just low quality leather stained red.  Kodak c.1928 
states the bellows on their studio cameras was made of Morocco leather, 
also commonly used for book bindings.   Morocco leather is tanned with 
Sumac but the Kodak bellows were also dyed red.
        I sometimes wonder about filling my mind with all this trivia.

On 7/12/2015 9:55 PM, Arden Allen via BoatAnchors wrote:
>> .......This quest came about because one day I picked up a nice heavy
> AC ammeter in a wooden box, after first visually checking the leather
> handle, and started out the door with it from my shop to a kitchen table
> project.  The handle snapped, the meter dropped to the ground, .........
>
> That happened to me once too but fortunately not a precision meter 
> movement in a dovetailed wooden box.  I never trusted a leather handle 
> since.  I grab some twine, a chunk of zip cord, anything that will 
> make a temporary safety handle to add to the leather handle before I 
> hoist the treasure an inch into the air.
>
> Arden Allen
> KB6NAX
>
> He who is cruel to animals becomes
> hard also in his dealings with men.
> We can judge the heart of a man by
> his treatment of animals.
> ?Immanuel Kant
> _______________________________________________
> BoatAnchors mailing list
> BoatAnchors at theporch.com
> https://minime.theporch.com/mailman/listinfo/boatanchors

-- 
Richard Knoppow
1oldlens1 at ix.netcom.com
WB6KBL



From spr at earthlink.net  Mon Jul 13 01:35:09 2015
From: spr at earthlink.net (Scott Robinson)
Date: Sun, 12 Jul 2015 22:35:09 -0700
Subject: [BoatAnchors] leather handles
In-Reply-To: <DA4EBFA53D09401DAFE2DC5CDF32EF09@KB6NAX>
References: <20150712110418.RKJ26.8643.root@cdptpa-web11>
 <CAEjO2LZVuegf+YSYCtbDwGAeyufaVRHGnu3472szPHVXazufxw@mail.gmail.com>
 <DA4EBFA53D09401DAFE2DC5CDF32EF09@KB6NAX>
Message-ID: <55A34E0D.20000@earthlink.net>

Wide ty-raps work for me, and are really easy.

/scott

On 7/12/15 9:55 PM, Arden Allen via BoatAnchors wrote:
>> .......This quest came about because one day I picked up a nice heavy
> AC ammeter in a wooden box, after first visually checking the leather
> handle, and started out the door with it from my shop to a kitchen table
> project.  The handle snapped, the meter dropped to the ground, .........
>
> That happened to me once too but fortunately not a precision meter
> movement in a dovetailed wooden box.  I never trusted a leather handle
> since.  I grab some twine, a chunk of zip cord, anything that will make
> a temporary safety handle to add to the leather handle before I hoist
> the treasure an inch into the air.
>
> Arden Allen
> KB6NAX
>
> He who is cruel to animals becomes
> hard also in his dealings with men.
> We can judge the heart of a man by
> his treatment of animals.
> ?Immanuel Kant
> _______________________________________________
> BoatAnchors mailing list
> BoatAnchors at theporch.com
> https://minime.theporch.com/mailman/listinfo/boatanchors


From kb8tad at gmail.com  Mon Jul 13 08:30:52 2015
From: kb8tad at gmail.com (Rich Post)
Date: Mon, 13 Jul 2015 08:30:52 -0400
Subject: [BoatAnchors] leather handles
In-Reply-To: <55A34E0D.20000@earthlink.net>
References: <20150712110418.RKJ26.8643.root@cdptpa-web11>
 <CAEjO2LZVuegf+YSYCtbDwGAeyufaVRHGnu3472szPHVXazufxw@mail.gmail.com>
 <DA4EBFA53D09401DAFE2DC5CDF32EF09@KB6NAX>
 <55A34E0D.20000@earthlink.net>
Message-ID: <CAEJr0FvwutvW70fCcxz9Kb8GHW_cMt+B=oYyJyGNsP8hGJ1TSQ@mail.gmail.com>

A couple of the long zip ties that are now often used as pseudo handcuffs
work quite well. The idea is not original with me,  My Sprague TO-4 had
received that treatment by a former owner. I left them in place. Picture at
<http://www.ohio.edu/people/postr/bapix/TO-4_1.JPG>
More on the piece at
<http://www.ohio.edu/people/postr/bapix/CapChkrs.htm>

Rich KB8TAD



On Mon, Jul 13, 2015 at 1:35 AM, Scott Robinson via BoatAnchors <
boatanchors at theporch.com> wrote:

> Wide ty-raps work for me, and are really easy.
>
> /scott
>
>
> On 7/12/15 9:55 PM, Arden Allen via BoatAnchors wrote:
>
>> .......This quest came about because one day I picked up a nice heavy
>>>
>> AC ammeter in a wooden box, after first visually checking the leather
>> handle, and started out the door with it from my shop to a kitchen table
>> project.  The handle snapped, the meter dropped to the ground, .........
>>
>> That happened to me once too but fortunately not a precision meter
>> movement in a dovetailed wooden box.  I never trusted a leather handle
>> since.  I grab some twine, a chunk of zip cord, anything that will make
>> a temporary safety handle to add to the leather handle before I hoist
>> the treasure an inch into the air.
>>
>> Arden Allen
>> KB6NAX
>>
>> He who is cruel to animals becomes
>> hard also in his dealings with men.
>> We can judge the heart of a man by
>> his treatment of animals.
>> ?Immanuel Kant
>> _______________________________________________
>> BoatAnchors mailing list
>> BoatAnchors at theporch.com
>> https://minime.theporch.com/mailman/listinfo/boatanchors
>>
> _______________________________________________
> BoatAnchors mailing list
> BoatAnchors at theporch.com
> https://minime.theporch.com/mailman/listinfo/boatanchors
>


From ddillman at igc.org  Mon Jul 13 22:13:34 2015
From: ddillman at igc.org (Richard Dillman)
Date: Mon, 13 Jul 2015 19:13:34 -0700 (GMT-07:00)
Subject: [BoatAnchors] [Radio Officers,
	&c] Night of Nights XVI - Ready to Go!
Message-ID: <2944784.1436840014388.JavaMail.root@mswamui-cedar.atl.sa.earthlink.net>


RD,

Congratulations to you and the team for another highly successful Night of Nights.  I copied all commercial stations from my QTH and worked K6KPH and W4WLO.  As a former KFS OP, it was very gratifying to hear U.S. Coast stations back on the air. Thanks to you and all of the volunteers for a job well done.  Bravo Zulu.

73,

Joe Allen, (JA) 
N0MU

-----

Thanks very much Joe.  Glad you enjoyed the event.  We had a great time on our end.

VY 73,

RD

=================================
Richard Dillman, T2-GB-061170
Chief Operator, Coast Station KSM
Maritime Radio Historical Society
http://www.radiomarine.org
=================================


From k1lky68 at gmail.com  Tue Jul 14 16:25:02 2015
From: k1lky68 at gmail.com (Roy Morgan)
Date: Tue, 14 Jul 2015 16:25:02 -0400
Subject: [BoatAnchors] An Unuseal Triplett 630-NA
In-Reply-To: <CAEjO2LZ8Fh+aDhn8gJzpYXveDBjhUHY45OjuFt5X1Tx2O-z8jw@mail.gmail.com>
References: <55A1E4A5.6050206@ix.netcom.com>
 <2038955659.538481.1436681603688.JavaMail.yahoo@mail.yahoo.com>
 <CAEjO2LZ8Fh+aDhn8gJzpYXveDBjhUHY45OjuFt5X1Tx2O-z8jw@mail.gmail.com>
Message-ID: <5F74772D-9D48-41B9-9D55-0DF7698BCD2F@gmail.com>


On Jul 12, 2015, at 3:27 AM, Don Reaves via BoatAnchors <boatanchors at theporch.com> wrote:

> ...I've collected quite a few portable lab
> grade meters - typically in black phenolic cases or housed in wooden boxes
> with classic dovetail joints.   Beautiful gear, but nearly all the leather
> handles are rotten.
> 
> ...  Does anyone know of a source for real leather instrument case
> handles?

I have some of the same type of instruments.  I use a Weston Type 433 150 volt AC meter to monitor my line voltage*.  Another one, also Type 433 is 0-1 amp AC for testing line current on receivers and the like.

These Weston 400 series meters have a simple flat leather strap.  You can make replacement straps from belts you buy at the Salvation Army Family store or online from leather supply companies.  The originals are black, and a bottle of leather dye will make brown straps int black ones.

As to the round or oval cross section leather handles that are stitched together, I have no sources, and look for any ideas folks might have.  Possibly there is a source in England. They keep such crafts alive.

About the Triplett 630-NA case problem: if the case fastens to the instrument with snaps that are corroded, a long thin straight screwdriver slipped between the case and the instrument may be able to twist between the snap parts to separate them.  The forces get applied to the metal parts of the snap and not to the leather case.  I notice from a picture here that the handle is double layer stitched.  I have a copy of the 630-NA manual that does not show the case under discussion.

Long live the Simpson meters: I have a 260 Model 6 here.

Roy

*My experience with an RCA WV-120 A Power Line Monitor has been very frustrating.  It is difficult to calibrate and seems to drift way off as it warms up.  I?m gonna SELL it!

Roy Morgan
k1lky68 at gmail.com
K1LKY Since 1958



From spr at earthlink.net  Tue Jul 14 19:46:39 2015
From: spr at earthlink.net (Scott Robinson)
Date: Tue, 14 Jul 2015 16:46:39 -0700
Subject: [BoatAnchors] An Unuseal Triplett 630-NA
In-Reply-To: <5F74772D-9D48-41B9-9D55-0DF7698BCD2F@gmail.com>
References: <55A1E4A5.6050206@ix.netcom.com>
 <2038955659.538481.1436681603688.JavaMail.yahoo@mail.yahoo.com>
 <CAEjO2LZ8Fh+aDhn8gJzpYXveDBjhUHY45OjuFt5X1Tx2O-z8jw@mail.gmail.com>
 <5F74772D-9D48-41B9-9D55-0DF7698BCD2F@gmail.com>
Message-ID: <55A59F5F.5050602@earthlink.net>

and Scott adds:

and they buzz noticeably, too.

I have a nice, sealed case military 0-150V AC meter, hose only problem 
is that it reads backwards off scale. Pity about the soldered together, 
sealed case...

/scott

On 7/14/15 1:25 PM, Roy Morgan via BoatAnchors wrote:

>
> *My experience with an RCA WV-120 A Power Line Monitor has been very frustrating.  It is difficult to calibrate and seems to drift way off as it warms up.  I?m gonna SELL it!
>


From gsantacanav at gmail.com  Wed Jul 15 18:44:45 2015
From: gsantacanav at gmail.com (Guido Santacana)
Date: Wed, 15 Jul 2015 18:44:45 -0400
Subject: [BoatAnchors] Meissner Analyst
Message-ID: <DA2D1D07-D1C8-4DB7-8E39-2ABBCB5A957B@gmail.com>

Gentlemen,

  Just a note to inform all that the Meissner Analyst with the ugly front panel has been electronically restored. A complete recapping has been made except for the micas that seem to be ok this time. Some resistors that were out of range have also been replaced. The tubes were checked ok. A line fuse and a new power cable have been added. The rig was started up with a Variac just in case. All functions are working. After some tweaking I was using it to receive some BC stations and even a couple of beacons. Just having fun with this test instrument. Thanks to help received from this list a restoration of the front panel is forthcoming. One forgets the front panel when those four tuning eyes lite up.

Best 73s

Guido Santacana KP4FAR

Sent from my iPad

From WA5CAB at cs.com  Sun Jul 19 15:06:59 2015
From: WA5CAB at cs.com (WA5CAB at cs.com)
Date: Sun, 19 Jul 2015 15:06:59 -0400
Subject: [BoatAnchors] Equipment Available in VA
Message-ID: <1dee2f.43dacdf3.42dd4f53@cs.com>

I received the email below probably due to the fact that a web search 
turned me up.  I'm pretty much in the downsizing mode these days, plus VA is a 
long haul from TX.  If anyone on the east coast wants to pursue it, here is 
everything that I know.  I would guess based on the three items he listed 
(probably at random) that the vintage is 60's or 70's or later.  Note that his 
sending email address was different from the one that he gave for contact.

Robert Downs - Houston
wa5cab dot com (Web Store)
MVPA 9480

In a message dated 07/19/2015 13:17:00 PM Central Daylight Time, 
James.Perry at jamescitycountyva.gov writes: 
> Hi, My name is James Perry I?m in Virginia we just got a building that 
> has a lot of DRMO radio and radar equipment. We are looking for someone that 
> would like to porches it. It is a lot we have no idea about the equipment 
> the first three things I started researching are a navy patching panel 
> SB-1210A/UGQ, WR-50C RF Generator and Simulator test Radar AN/APM-195-XZ-1. I 
> just started with these three Item and I have multiples of these. We have 
> hundreds of other items. Feel free to call me at 757-553-5463 or write me back 
> at jandjmail1 at gmail.com. We would like to get rid of it all at minimal 
> price. It would mean a trip to Va but trips can be nice.
> 
>   
> 
>  Thanks James Perry    
> 
>  
> 


From navy.radio at gmail.com  Mon Jul 20 11:08:52 2015
From: navy.radio at gmail.com (Nick England)
Date: Mon, 20 Jul 2015 11:08:52 -0400
Subject: [BoatAnchors] Cary NC hamfest photos
Message-ID: <CAB55hNdhWuh0nvrt5sv2SvLOLsLnMqfwzU4m9bS5UorwJ5W=EA@mail.gmail.com>

Thanks to K4WGD for the photos from this past Saturday.
http://www.virhistory.com/ham/cary-15.htm

This is a small fest, but there was a pretty good turnout of boatanchors
and boatanchorites.

Cheers,
Nick England K4NYW
www.navy-radio.com


From rdavis7 at comcast.net  Mon Jul 20 11:25:38 2015
From: rdavis7 at comcast.net (RDavis)
Date: Mon, 20 Jul 2015 11:25:38 -0400
Subject: [BoatAnchors] Cary NC hamfest photos
In-Reply-To: <CAB55hNdhWuh0nvrt5sv2SvLOLsLnMqfwzU4m9bS5UorwJ5W=EA@mail.gmail.com>
References: <CAB55hNdhWuh0nvrt5sv2SvLOLsLnMqfwzU4m9bS5UorwJ5W=EA@mail.gmail.com>
Message-ID: <8DBC0225-46F9-4729-A6D8-91584913F1F6@comcast.net>

As usual , thanks Nick for all the photos so us collectors who are geographically challenged can drool from a distance ( besides it's more sanitary). Keep em glowing. Rich K8PJQ


Sent from my iPad

> On Jul 20, 2015, at 11:08 AM, Nick England via BoatAnchors <boatanchors at theporch.com> wrote:
> 
> Thanks to K4WGD for the photos from this past Saturday.
> http://www.virhistory.com/ham/cary-15.htm
> 
> This is a small fest, but there was a pretty good turnout of boatanchors
> and boatanchorites.
> 
> Cheers,
> Nick England K4NYW
> www.navy-radio.com
> _______________________________________________
> BoatAnchors mailing list
> BoatAnchors at theporch.com
> https://minime.theporch.com/mailman/listinfo/boatanchors


From arc5 at ix.netcom.com  Tue Jul 21 09:38:21 2015
From: arc5 at ix.netcom.com (David Stinson)
Date: Tue, 21 Jul 2015 08:38:21 -0500
Subject: [BoatAnchors] ARR-15 Receivers
Message-ID: <675867165F3F49D8914C68C3CFB43283@DaddyPC>

Who has some experience with the ARR-15 receiver?
Bandwidth issues like that of the AN/ARC-2?
Any idea what one in good condition goes for?

Thanks.



From gsantacanav at gmail.com  Wed Jul 22 00:40:07 2015
From: gsantacanav at gmail.com (Guido Santacana)
Date: Wed, 22 Jul 2015 00:40:07 -0400
Subject: [BoatAnchors] SX28
Message-ID: <4612828F-0C57-4FF7-BD20-15E24DB1FFD9@gmail.com>

Gents,

  Having finished electronic restoration of my Meissner Analyst, now awaiting some cosmetic restoration, my SX28 ended up in my bench for some maintenance after quite a while. Again, I went through the whole audio amp where all resistors and caps related to the push pull audio amp tubes have been replaced. Still one thing persists. The tubes run very hot and with the blue glow. These tubes are tested good. What else could be causing this? Apart from this I have to restring the whole bandspread assembly. The rest is normal tune up and cleanup. 

Best 73s

Guido Santacana KP4FAR

Sent from my iPad

From ark at ar88.net  Wed Jul 22 01:07:33 2015
From: ark at ar88.net (Al Klase)
Date: Wed, 22 Jul 2015 01:07:33 -0400
Subject: [BoatAnchors] SX28
In-Reply-To: <4612828F-0C57-4FF7-BD20-15E24DB1FFD9@gmail.com>
References: <4612828F-0C57-4FF7-BD20-15E24DB1FFD9@gmail.com>
Message-ID: <55AF2515.1070200@ar88.net>

Guido,

There are two kinds of blue glow. Blue discharge just inside the glass 
is harmless, but I don't think you'll ever see this in 6V6's in an 
SX-28. Blue glow inside the plate structure is gas, and all bets are off 
until you replace the tubes.

Further check the tube pin voltages on the 6V6's:.
Pin 3 - Plate 310 volts
Pin 4 - Screen Grid - 290 volts
Pin 5 - Signal Grid - near 0 volts
Pin 8 - Cathode - 17 volts

Start with the cathodes (they are tied together), that indicates the 
total current being draw by the tubes, and should not be significantly 
more than 17 volts.

Good luck,
Al

Al Klase ? N3FRQ
Jersey City, NJ
http://www.skywaves.ar88.net/

On 7/22/2015 12:40 AM, Guido Santacana via BoatAnchors wrote:
> Gents,
>
>    Having finished electronic restoration of my Meissner Analyst, now awaiting some cosmetic restoration, my SX28 ended up in my bench for some maintenance after quite a while. Again, I went through the whole audio amp where all resistors and caps related to the push pull audio amp tubes have been replaced. Still one thing persists. The tubes run very hot and with the blue glow. These tubes are tested good. What else could be causing this? Apart from this I have to restring the whole bandspread assembly. The rest is normal tune up and cleanup.
>
> Best 73s
>
> Guido Santacana KP4FAR
>
>



From spr at earthlink.net  Wed Jul 22 01:20:23 2015
From: spr at earthlink.net (Scott Robinson)
Date: Tue, 21 Jul 2015 22:20:23 -0700
Subject: [BoatAnchors] SX28
In-Reply-To: <4612828F-0C57-4FF7-BD20-15E24DB1FFD9@gmail.com>
References: <4612828F-0C57-4FF7-BD20-15E24DB1FFD9@gmail.com>
Message-ID: <55AF2817.4000405@earthlink.net>

Hi Guido,

Check the value of the cathode bias resistor, and measure the cathode 
voltage with power on. 6V6s generally want about 12V grid bias. It is 
also possible, but less likely, that the cathode bypass cap is shorted.

Do measure the grid voltage with a high impedance  voltmeter, too, in 
case one of the new coupling caps has gone leaky.

If the cathode resistor is as it should be, the B+ is about right, and 
the bias is right, remember that 6V6s, like other power amp tubes, run 
hot. Also, if they are a little gassy, you'll see the blue glow.

Peace,

Scott

On 7/21/15 9:40 PM, Guido Santacana via BoatAnchors wrote:
> Gents,
>
>    Having finished electronic restoration of my Meissner Analyst, now awaiting some cosmetic restoration, my SX28 ended up in my bench for

some maintenance after quite a while. Again, I went through the whole 
audio amp where all resistors and caps related to the push pull

audio amp tubes have been replaced. Still one thing persists. The tubes 
run very hot and with the blue glow. These tubes are tested good.

What else could be causing this? Apart from this I have to restring the 
whole bandspread assembly. The rest is normal tune up and cleanup.
>
> Best 73s
>
> Guido Santacana KP4FAR
>
> Sent from my iPad
> _______________________________________________
> BoatAnchors mailing list
> BoatAnchors at theporch.com
> https://minime.theporch.com/mailman/listinfo/boatanchors
>


From 1oldlens1 at ix.netcom.com  Wed Jul 22 01:46:50 2015
From: 1oldlens1 at ix.netcom.com (Richard Knoppow)
Date: Tue, 21 Jul 2015 22:46:50 -0700
Subject: [BoatAnchors] SX28
In-Reply-To: <55AF2817.4000405@earthlink.net>
References: <4612828F-0C57-4FF7-BD20-15E24DB1FFD9@gmail.com>
 <55AF2817.4000405@earthlink.net>
Message-ID: <55AF2E4A.5040706@ix.netcom.com>

       Note that a glow from gas will be between the elements and is 
something like the glow in a voltage regulator tube.  The other glow is 
a dark blue glow that appears to be on the inside surface of the 
envelope.  This is normal and is caused by electron bombardment of the 
glass.  Some tubes have a black coating inside to eliminate this.    As 
others suggest some voltage measurements will tell you if something is 
wrong.

On 7/21/2015 10:20 PM, Scott Robinson via BoatAnchors wrote:
> Hi Guido,
>
> Check the value of the cathode bias resistor, and measure the cathode 
> voltage with power on. 6V6s generally want about 12V grid bias. It is 
> also possible, but less likely, that the cathode bypass cap is shorted.
>
> Do measure the grid voltage with a high impedance  voltmeter, too, in 
> case one of the new coupling caps has gone leaky.
>
> If the cathode resistor is as it should be, the B+ is about right, and 
> the bias is right, remember that 6V6s, like other power amp tubes, run 
> hot. Also, if they are a little gassy, you'll see the blue glow.
>
> Peace,
>
> Scott
>
> On 7/21/15 9:40 PM, Guido Santacana via BoatAnchors wrote:
>> Gents,
>>
>>    Having finished electronic restoration of my Meissner Analyst, now 
>> awaiting some cosmetic restoration, my SX28 ended up in my bench for
>
> some maintenance after quite a while. Again, I went through the whole 
> audio amp where all resistors and caps related to the push pull
>
> audio amp tubes have been replaced. Still one thing persists. The 
> tubes run very hot and with the blue glow. These tubes are tested good.
>
> What else could be causing this? Apart from this I have to restring 
> the whole bandspread assembly. The rest is normal tune up and cleanup.
>>
>> Best 73s
>>
>> Guido Santacana KP4FAR
>>
>> Sent from my iPad
>> _______________________________________________
>> BoatAnchors mailing list
>> BoatAnchors at theporch.com
>> https://minime.theporch.com/mailman/listinfo/boatanchors
>>
> _______________________________________________
> BoatAnchors mailing list
> BoatAnchors at theporch.com
> https://minime.theporch.com/mailman/listinfo/boatanchors
>

-- 
Richard Knoppow
1oldlens1 at ix.netcom.com
WB6KBL



From gumbear at pacbell.net  Wed Jul 22 02:16:06 2015
From: gumbear at pacbell.net (Arden Allen)
Date: Tue, 21 Jul 2015 23:16:06 -0700
Subject: [BoatAnchors] SX28
In-Reply-To: <4612828F-0C57-4FF7-BD20-15E24DB1FFD9@gmail.com>
References: <4612828F-0C57-4FF7-BD20-15E24DB1FFD9@gmail.com>
Message-ID: <7DC3CBC5C423485496CBB924E4ED9A98@KB6NAX>

> ......The tubes run very hot and with the blue glow.  .....

As others have mentioned the blue glow in the glass envelope is caused by 
electron bombardment, the electrons that escape from the edges of the plate 
or through holes in the plate.  You may notice that the blue glow fluctuates 
with the audio when the volume is cranked up.  Cathode bias means that the 
tubes are running class A for most of the signal cycle and as such the plate 
dissipates more heat than what you would normally get from tubes running 
class AB with fixed bias applied to the grids.  Gas in a 6V6GT sufficient to 
cause even a faint glow between the elements means the tube is a goner, the 
getter can't mop up that much gas.  Glowing glass is normal with some tubes, 
those that have more lead compounds in the glass formulation.

Arden Allen
KB6NAX

He who is cruel to animals becomes
hard also in his dealings with men.
We can judge the heart of a man by
his treatment of animals.
?Immanuel Kant 



From jjcurry at sbcglobal.net  Wed Jul 22 12:40:15 2015
From: jjcurry at sbcglobal.net (Joseph J. Curry)
Date: Wed, 22 Jul 2015 09:40:15 -0700
Subject: [BoatAnchors] E.H. Scott RCH RCVR
Message-ID: <000e01d0c49d$193f1ae0$4bbd50a0$@sbcglobal.net>

Fellow Filamentarians:

 

I have recently come into the possession of an RCH, a receiver I had dreamed
about as a kid.

 

I was surprised to see in the schematic that there was no provision for
muting the receiver during transmit. I prefer not to lift the HV transformer
CT (ala SX-28/28A). What are your suggestions? Given the shielding of the
unit, I thought about just short-circuiting the antenna input. What was
successful for you?

 

TNX & 73,

 

Joe

K3ICO

 



From ddillman at igc.org  Wed Jul 22 14:30:46 2015
From: ddillman at igc.org (Richard Dillman)
Date: Wed, 22 Jul 2015 11:30:46 -0700 (GMT-07:00)
Subject: [BoatAnchors] KPH Presentation at Novato, CA Library
Message-ID: <7373784.1437589846537.JavaMail.root@elwamui-royal.atl.sa.earthlink.net>


> ATTEND A SPECIAL PRESENTATION ON THE HISTORY OF KPH

The Novato, CA library has kindly invited me to present my lecture and slide show on the history of wireless in West Marin at 6:00pm on 29 July.

The presentation will cover in detail the span of this dramatic story from the establishment of the first Marconi stations at Bolinas and Marshall in 1914 including both trans-oceanic operations and the history of KPH.

Many photographs that have never before been seen in public will be shown.

If the history of maritime communications is an interest of yours, this presentation is not to be missed. The Novato library can accommodate 60 people. There are still a few good seats left. So mark your calendar and join us at this event.

Date: 29 July 2015
Time: 6:00 pm 
Location: Novato library, 1720 Novato Blvd, Novato CA 94947 
Phone: +1 415-473-2050

https://goo.gl/maps/1VZrO

RD

=================================
Richard Dillman, T2-GB-061170
Chief Operator, Coast Station KSM
Maritime Radio Historical Society
http://www.radiomarine.org
=================================


From rbsingl at ilstu.edu  Wed Jul 22 15:25:15 2015
From: rbsingl at ilstu.edu (Singley, Rodger)
Date: Wed, 22 Jul 2015 19:25:15 +0000
Subject: [BoatAnchors] E.H. Scott RCH RCVR
In-Reply-To: <000e01d0c49d$193f1ae0$4bbd50a0$@sbcglobal.net>
References: <000e01d0c49d$193f1ae0$4bbd50a0$@sbcglobal.net>
Message-ID: <0DEBF1C8D8437248BE53CD4213B89BD322FFA0E2@ISUEMBX02.ad.ilstu.edu>

Joe,

I use the RF/IF gain control circuits to create a standby option for my vintage receivers that aren't already set up that way from the factory.  Break the connection between the gain control pot and ground and put in a resistor equal to the value of the pot.  Bring out leads to the "hot" end of the added resistor and ground and short these during receive.

A refinement is to make the added resistor variable if you want a transmit monitor function in the receiver, this allows you to control the amount of gain in the standby position.

Rodger WQ9E
Dr. Rodger B. Singley
Professor of Marketing

> -----Original Message-----
> From: BoatAnchors [mailto:boatanchors-bounces at theporch.com] On Behalf
> Of Joseph J. Curry via BoatAnchors
> Sent: Wednesday, July 22, 2015 11:40 AM
> To: boatanchors at theporch.com
> Subject: [BoatAnchors] E.H. Scott RCH RCVR



From k1lky68 at gmail.com  Wed Jul 22 19:35:06 2015
From: k1lky68 at gmail.com (Roy Morgan)
Date: Wed, 22 Jul 2015 19:35:06 -0400
Subject: [BoatAnchors] SX28
In-Reply-To: <4612828F-0C57-4FF7-BD20-15E24DB1FFD9@gmail.com>
References: <4612828F-0C57-4FF7-BD20-15E24DB1FFD9@gmail.com>
Message-ID: <7E47F409-BABC-4C2A-9844-BCABFC87AE61@gmail.com>


On Jul 22, 2015, at 12:40 AM, Guido Santacana via BoatAnchors <boatanchors at theporch.com> wrote:

> ... Still one thing persists. The tubes run very hot and with the blue glow. 

Measure the voltage at the grids of the 6V6?s.  Does this radio use capacitor coupling from the driver tube?  If so suspect those caps being leaky.

If you want to reduce the heat in the audio section either increase the amplifier tubes cathode resistor, or increase the screen dropping resistor to reduce the screen voltage.

Measure cathode current in the audio tubes by:

- measuring the cathode resistor, then the voltage and apply ohms law.

or:

- Measure the primary resistance of the output transformer (power off!), then the drop from B+ to plate and use ohms law to get the plate current.

Roy Morgan
k1lky68 at gmail.com
K1LKY Since 1958



From rbsingl at ilstu.edu  Wed Jul 22 20:52:10 2015
From: rbsingl at ilstu.edu (Singley, Rodger)
Date: Thu, 23 Jul 2015 00:52:10 +0000
Subject: [BoatAnchors] SX28
In-Reply-To: <7E47F409-BABC-4C2A-9844-BCABFC87AE61@gmail.com>
References: <4612828F-0C57-4FF7-BD20-15E24DB1FFD9@gmail.com>
 <7E47F409-BABC-4C2A-9844-BCABFC87AE61@gmail.com>
Message-ID: <0DEBF1C8D8437248BE53CD4213B89BD322FFA23F@ISUEMBX02.ad.ilstu.edu>

Roy provides great advice and keep in mind that audio tubes do run very hot so your radio may be operating entirely normally.

Rectifier tubes and audio output tubes can quick burn skin as many have unfortunately learned. 

I believe you have already restored your SX-28 and taken care of issues however one area that should always be checked in vintage receivers are the output stage cathode bypass capacitor and any grid coupling capacitors used with the output stage.  Reduction/loss of cathode bias and/or DC appearing on the grids of the output tubes can quickly destroy the tubes and output transformer along with the power transformer and filter choke.

Rodger WQ9E

Dr. Rodger B. Singley
Professor of Marketing

> -----Original Message-----
> From: BoatAnchors [mailto:boatanchors-bounces at theporch.com] On Behalf
> Of Roy Morgan via BoatAnchors


From knjhanlon at msn.com  Wed Jul 22 21:23:52 2015
From: knjhanlon at msn.com (JAMES HANLON)
Date: Wed, 22 Jul 2015 19:23:52 -0600
Subject: [BoatAnchors] E. H. Scott RCH RCVR
Message-ID: <BLU184-W338866F0CE2408731099DEA0820@phx.gbl>

Joe,
 
Regarding Roger's suggestion of putting a (variable) resistor in series with the "RF Gain" control and using a switch or relay to short it out when you want to receive, I have one additional suggestion.  Use a single pole, double throw relay with the swinger attached to ground.  Connect the normally closed contact of the relay to the bottom of the RF Gain control so that it shorts out the additional resistor on Receive.  Connect the normally open contact of the relay to the antenna terminal of the receiver.  When the relay is energized (on transmit) it will open the short across that added resistor thus cutting back the RF Gain, and it will also short the receiver antenna terminal to ground.  I use a relay like that along with a timing circuit that closes it first before the transmitter key closes and opens it after the transmitter key opens to operate break-in CW.  The variable resistor lets me set a monitor gain level and to listen to my transmitter signal in my receiver.
 
Jim, W8KGI 
 		 	   		  

From WA5CAB at cs.com  Thu Jul 23 03:03:13 2015
From: WA5CAB at cs.com (WA5CAB at cs.com)
Date: Thu, 23 Jul 2015 03:03:13 -0400
Subject: [BoatAnchors] E. H. Scott RCH RCVR
Message-ID: <20f68b.72e8ac8b.42e1ebb1@cs.com>

The reason that the RCH has no mute capability is that (although the first 
part of the manual might lead you to believe otherwise) they were never 
intended to be used with any transmitters.  The RCH was bought primarily to 
serve as a ship's entertainment receiver.  I know of at least one still serving 
in this capacity as late as November, 1968.

Robert Downs - Houston
wa5cab dot com (Web Store)
MVPA 9480

From rbsingl at ilstu.edu  Thu Jul 23 06:49:05 2015
From: rbsingl at ilstu.edu (Singley, Rodger)
Date: Thu, 23 Jul 2015 10:49:05 +0000
Subject: [BoatAnchors] E. H. Scott RCH RCVR
In-Reply-To: <BLU184-W338866F0CE2408731099DEA0820@phx.gbl>
References: <BLU184-W338866F0CE2408731099DEA0820@phx.gbl>
Message-ID: <0DEBF1C8D8437248BE53CD4213B89BD322FFA2D3@ISUEMBX02.ad.ilstu.edu>

Jim,

Thank you for sharing this idea of using the same contact set for muting and grounding the antenna input during transmit!  I build most of my antenna relays using modern "cube style" relays and have always dedicated one of the contacts for shorting the receiver antenna input during transmit but your idea avoids the need for a dedicated set.  I generally have used a 4PDT relay with one set handling antenna switching, another for standby switching, a third for antenna shorting (not needed using your method), and the final set of contacts is often used for leaving an external VFO "keyed" during transmit to avoid the frequency changes that come from directly keying the VFO along with the rest of the transmit chain.  Of course this doesn't work for full break-in but I only have a few setups where I use full break-in.  I first started using this VFO control method with a Johnson Viking 1 and VFO-122 which had some significant chirp when set up as Johnson originally intended.  For higher power rigs I use a vacuum relay for the actual antenna switching with a second relay for additional functions.

One thing to watch for is some of the solid state rigs are opposite from the typical tube type receiver in that they require a shorted set of contacts to mute.  My Drake R8 and R8A, Yaseu FRG-100, and a couple of JRC receivers are examples of those with "reverse muting" connections.

Rodger WQ9E

Dr. Rodger B. Singley
Professor of Marketing

> -----Original Message-----
> From: BoatAnchors [mailto:boatanchors-bounces at theporch.com] On Behalf
> Of JAMES HANLON via BoatAnchors



From richardlo at admin.athabascau.ca  Thu Jul 23 11:05:49 2015
From: richardlo at admin.athabascau.ca (Richard Loken)
Date: Thu, 23 Jul 2015 09:05:49 -0600 (MDT)
Subject: [BoatAnchors] E. H. Scott RCH RCVR
In-Reply-To: <BLU184-W338866F0CE2408731099DEA0820@phx.gbl>
Message-ID: <Pine.PMDF.4.44L.1507230904310.1090-100000@admin.athabascau.ca>

On Wed, 22 Jul 2015, JAMES HANLON via BoatAnchors wrote:

> will also short the receiver antenna terminal to ground.  I use a relay
> like that along with a timing circuit that closes it first before the
> transmitter key closes and opens it after the transmitter key opens to
> operate break-in CW.  The variable resistor lets me set a monitor gain
> level and to listen to my transmitter signal in my receiver.

Jim, what did you use to time the relay so that it opened early and closed
late?

-- 
   Richard Loken VE6BSV, Unix System Administrator : "Anybody can be a father
   Athabasca University                            :  but you have to earn
   Athabasca, Alberta Canada                       :  the title of 'daddy'"
   ** richardlo at admin.athabascau.ca **             :  - Lynn Johnston



From 1oldlens1 at ix.netcom.com  Thu Jul 23 12:57:22 2015
From: 1oldlens1 at ix.netcom.com (Richard Knoppow)
Date: Thu, 23 Jul 2015 09:57:22 -0700
Subject: [BoatAnchors] SX28
In-Reply-To: <7E47F409-BABC-4C2A-9844-BCABFC87AE61@gmail.com>
References: <4612828F-0C57-4FF7-BD20-15E24DB1FFD9@gmail.com>
 <7E47F409-BABC-4C2A-9844-BCABFC87AE61@gmail.com>
Message-ID: <55B11CF2.9080805@ix.netcom.com>

      Simply increasing the value of the cathode resistor or lowering 
screen voltage can not be done alone (actually th screen voltage is 
fixed because it comes directly from the B+ filter).  The tubes must 
have specified voltage and a specified plate load in order to operate at 
low distortion.   Changing the bias will change the operating 
conditions.   Check the values given in the RCA tube handbooks (the 6V 6 
can be found in many) to see if the values in your SX-28 are about 
right.   The handbook does not state  in what class of operation the 
amplifier is operated but its most likely Class A or AB1.   As several 
others have stated it will run hot, that is normal.  Again, if the blue 
glow is a dark blue that looks like its on the inside surface of the 
glass its normal.  The voltages on the tube are high enough to cause it 
in many tubes.   Of course, check the cathode by-pass cap.   Also check 
the grids for positive voltage that may be caused by leaky coupling 
capacitors (C-45 and C-46).  These can cause the tubes to run very hot 
but will also cause distortion and likely make the plates run red.   If 
there are any original paper caps in your receiver replace them with 
modern plastic film caps.

On 7/22/2015 4:35 PM, Roy Morgan via BoatAnchors wrote:
> On Jul 22, 2015, at 12:40 AM, Guido Santacana via BoatAnchors <boatanchors at theporch.com> wrote:
>
>> ... Still one thing persists. The tubes run very hot and with the blue glow.
> Measure the voltage at the grids of the 6V6?s.  Does this radio use capacitor coupling from the driver tube?  If so suspect those caps being leaky.
>
> If you want to reduce the heat in the audio section either increase the amplifier tubes cathode resistor, or increase the screen dropping resistor to reduce the screen voltage.
>
> Measure cathode current in the audio tubes by:
>
> - measuring the cathode resistor, then the voltage and apply ohms law.
>
> or:
>
> - Measure the primary resistance of the output transformer (power off!), then the drop from B+ to plate and use ohms law to get the plate current.
>
> Roy Morgan
> k1lky68 at gmail.com
> K1LKY Since 1958
>
> _______________________________________________
> BoatAnchors mailing list
> BoatAnchors at theporch.com
> https://minime.theporch.com/mailman/listinfo/boatanchors
>

-- 
Richard Knoppow
1oldlens1 at ix.netcom.com
WB6KBL



From dave at horsfall.org  Sun Jul 26 15:34:22 2015
From: dave at horsfall.org (Dave Horsfall)
Date: Mon, 27 Jul 2015 05:34:22 +1000 (EST)
Subject: [BoatAnchors] Rockwell Collins Filter Products will be
 discontinuing its mechanical filters
Message-ID: <alpine.BSF.2.11.1507270532070.880@aneurin.horsfall.org>

Seen on the Greenkeys (RTTY) list...  Grab 'em while you can!

-- 
Dave Horsfall DTM (VK2KFU)  "Those who don't understand security will suffer"
Watson never said "I think there is a world market for maybe five computers."

---------- Forwarded message ----------
Date: Sun, 26 Jul 2015 13:16:16 -0400
From: Ed Sharpe Archivist for SMECC
Subject: [GreenKeys] Rockwell Collins Filter Products will be discontinuing its
    mechanical filter pr

Rockwell Collins? Filter Products will be discontinuing its mechanical
filter products in the near future.
?
www.rockwellcollins.com/Capabilities_and_Markets/More/Rockwell_Collins_Filt
ers.aspx


From infomet at embarqmail.com  Mon Jul 27 07:32:09 2015
From: infomet at embarqmail.com (Wilson)
Date: Mon, 27 Jul 2015 07:32:09 -0400
Subject: [BoatAnchors] BC-610 Coils
Message-ID: <0125009CA11945CC94785DBC6F37A765@WilsonPC>

I have a couple of coils on Ebay, forgot to put them here first,  (111727608861).
Trying to get ready to prepare to start clearing out a bit...
WL

From wwatson5 at sbcglobal.net  Mon Jul 27 13:04:47 2015
From: wwatson5 at sbcglobal.net (William Watson)
Date: Mon, 27 Jul 2015 17:04:47 +0000 (UTC)
Subject: [BoatAnchors] Ancient Large Display Oscilloscope
Message-ID: <1745612103.3089468.1438016687798.JavaMail.yahoo@mail.yahoo.com>

I have an unusual oscilloscope--a Kent Grand Oscilloscope Model TX-350C.? It has an (approx.) 12" diagonal display and was designed for "mass observation by classes in high schools and colleges".? Cosmetically, it is in pretty nice shape, complete with a very thin user's manual (no schematics).?The electrostatic display tube (14VP1)?is called a "Braun" tube.? Vertical input voltage max is 600 volts with a 35 mV/cm sensitivity and 3 db from DC to 1.5 MC, at 2 Meg ohm input impedance.? The internal sweep is 10 c/s to 100KC.? Horizontal input voltage max is 600 volts, with a 50 mV/cm sensitivity and 3 db from DC to 250KC, also at 2 Meg ohm input impedance. It does have intensity modulation (and blanking) capability.?This has been here at our university for at least 40 years.? I am pretty sure it has not been used for at least 10 years.?I have not plugged it in, so I do not know to what extent, if any, it?might be?working.? It is large (about 12" wide, 19" high, 17" deep) and heavy (23 kg) and may be good for nothing but stripping for parts, but I wanted to get this out in case someone?might have?an interest in it.? I am in the Oklahoma City area.?JoeW5WBR
?

From jjcurry at sbcglobal.net  Mon Jul 27 14:45:16 2015
From: jjcurry at sbcglobal.net (Joseph J. Curry)
Date: Mon, 27 Jul 2015 11:45:16 -0700
Subject: [BoatAnchors] E. H. Scott RCH Receiver
Message-ID: <003a01d0c89c$6b749440$425dbcc0$@sbcglobal.net>

Thanks to all who submitted suggestions regarding the muting of the RCH. All
were very helpful.

 

The lifting of the ground return and inserting a resistor then shorting this
resistor to unmute the receiver. This seems to be the most practical
solution. I have done this before. I had discarded this method in my own
mind since I didn't want to put a hole in the chassis to insert a mute
connector. However, on close examination, I found that there is a 2-pin
Jones plug on the rear of the chassis that is unconnected. It is used to
power up a dc/ac invertor so that one switch on the front panel can be used
to turn it on. It is unwired. This makes the perfect connector to enable
muting. Done. I may also decide to short the antenna at some point in the
future.

 

By the way, I am amazed at the stability of this receiver on both AM and
SSB. I have never seen a receiver of this vintage so stable. I still have
one of the bands (the one that covers 40 meters) is just dead. In that all
the other bands work and this one doesn't (receiver is dead quiet), I
suspect that cleaning the bandswitch will fix this problem. Other than that,
the audio is quite pleasing on AM (75m) even with a small, relatively tinny
speaker. I need to get a better speaker. The RCH only puts out 2 watts of
audio. I may add a small amplifier driven by the 600 ohm output.

 

Thanks again to all who sent along their most helpful suggestions.

 

73s,

 

Joe

K3ICO



From dean.gagnon at juno.com  Mon Jul 27 15:31:36 2015
From: dean.gagnon at juno.com (dean.gagnon at juno.com)
Date: Mon, 27 Jul 2015 19:31:36 GMT
Subject: [BoatAnchors] Items for sale
Message-ID: <20150727.153136.2248.0@webmail02.vgs.untd.com>

I am getting ready to list a couple of items on E-Bay that are excess to my needs. 

1) James Millen dial assembly P/N 10039 (New without the box)

2) Tape antenna 3.5 to 30 Mhz. Motorola FAA5506B. (New without the box)

If anyone is interested please advise in the next few days via QRZ contact info.

Dean
KK1K
____________________________________________________________
Old School Yearbook Pics
View Class Yearbooks Online Free. Search by School & Year. Look Now!
http://thirdpartyoffers.juno.com/TGL3131/55b6875a3459675a73d9st01vuc


From spr at earthlink.net  Mon Jul 27 15:51:21 2015
From: spr at earthlink.net (spr at earthlink.net)
Date: Mon, 27 Jul 2015 12:51:21 -0700 (GMT-07:00)
Subject: [BoatAnchors] E. H. Scott RCH Receiver
Message-ID: <30920108.1438026682431.JavaMail.root@wamui-hunyo.atl.sa.earthlink.net>

and Scott comments:

Do check the resistance from antenna to ground at the rear panel terminals for each band in turn. If lightning zapped the antenna coil primary, this is the easy way to find out.

My SX-28 had an open ant coil primary on the 5-11 MHz band.


Regards,

Scott


-----Original Message-----
>From: "Joseph J. Curry via BoatAnchors" <boatanchors at theporch.com>
>
 I still have
>one of the bands (the one that covers 40 meters) is just dead. In that all
>the other bands work and this one doesn't (receiver is dead quiet), I
>suspect that cleaning the bandswitch will fix this problem. 


From gumbear at pacbell.net  Mon Jul 27 21:52:57 2015
From: gumbear at pacbell.net (Arden Allen)
Date: Mon, 27 Jul 2015 18:52:57 -0700
Subject: [BoatAnchors] Painting info
Message-ID: <FF47EB52A599479D9BC75C84F5824853@KB6NAX>

I stumbled across this website when looking for information on solvents seeing how I can?t buy toluene or xylene anymore due to VOC restrictions in my area.  Lots of good stuff on this website:

http://news.thefinishingstore.com/index.php/page/2/?author=12

Arden Allen
KB6NAX

He who is cruel to animals becomes
hard also in his dealings with men.
We can judge the heart of a man by
his treatment of animals.
?Immanuel Kant

From infomet at embarqmail.com  Tue Jul 28 14:26:07 2015
From: infomet at embarqmail.com (Wilson)
Date: Tue, 28 Jul 2015 14:26:07 -0400
Subject: [BoatAnchors] B&W Coils or Catalog
Message-ID: <E08738034B3B4A4599ED3C188BA27B2C@WilsonPC>

Does anyone know of a link to B&W coil catalog/s?
I want to find out if there are B size end link coils, for single ended output.
Wilson
W4BOH

From wwatson5 at sbcglobal.net  Wed Jul 29 12:56:56 2015
From: wwatson5 at sbcglobal.net (William Watson)
Date: Wed, 29 Jul 2015 16:56:56 +0000 (UTC)
Subject: [BoatAnchors] TS-375 A/U Vacuum Tube Voltmeter
Message-ID: <1771111771.4591562.1438189016784.JavaMail.yahoo@mail.yahoo.com>

 I recently acquired a TS-375 Vacuum Tube Voltmeter.? This is a very sturdy looking instrument complete with DC and AC probes (to 150 MC).? I live in the Oklahoma City area.? It is in decent condition, unrestored.? Let me know if you are interested in it--I have too many projects.
JoeW5WBR

From gsantacanav at gmail.com  Fri Jul 31 08:42:43 2015
From: gsantacanav at gmail.com (Guido Santacana)
Date: Fri, 31 Jul 2015 08:42:43 -0400
Subject: [BoatAnchors] SX-28 Audio
Message-ID: <68C53699-55B6-4AF6-AEA8-EBE780E08F77@gmail.com>

Gentlemen,

  After replacing the cathode by pass resistor, a new electrolytic cap that had gone bad and both 6V6s, the circuit is running at what I would call normal heat for a pair of 6v6s in a push pull arrangement. You can keep a cup of coffee warm over them but not fry an egg. The cathode voltage dropped from 18 to 15VDC and all other pin voltages are normal. 

Since the monster was out of the cage I took the opportunity to do a general cleanup, including bandswitches, pots etc., restringing of the bandpointer and bandspread mechanisms and finally a complete realignment. In addition I found that the 5Z3 had weakened as well as the first audio amp. A bit of lubrication with synthetic motor oil in the tuning mechanism made a lot of difference. 

In the end the SX-28 is better than ever blaring out high fidelity audio with excellent sensitivity and selectivity. It had been 15 years since its arrival at the shack and complete recap. This master sample of the BA species needed some TLC.

Thanks to all who helped with the audio problem.

Best 73s

Guido Santacana KP4FAR
San Juan, PR-US
In one of our worst droughts in 20 years.

Sent from my iPad

From wb3fau55 at neo.rr.com  Fri Jul 31 13:31:19 2015
From: wb3fau55 at neo.rr.com (wb3fau55 at neo.rr.com)
Date: Fri, 31 Jul 2015 13:31:19 -0400
Subject: [BoatAnchors] SX-28 Audio
In-Reply-To: <68C53699-55B6-4AF6-AEA8-EBE780E08F77@gmail.com>
Message-ID: <20150731173119.PELJG.276458.root@cdptpa-web20>

Guido and the gang,  lot of  cool BA receivers out there.  These  oldies need periodic maint.  along  with alignment.  But  when you get the work all done,  you got a pretty nice old rig.
 Not a Halli fan,  but worked on a few S40s with good results.  Right now need to get into my Hammarlund  HQ-129X,  just a bit of TLC,  amazing sensitivity up to 10m.  73s Russ.
---- Guido Santacana via BoatAnchors <boatanchors at theporch.com> wrote: 
> Gentlemen,
> 
>   After replacing the cathode by pass resistor, a new electrolytic cap that had gone bad and both 6V6s, the circuit is running at what I would call normal heat for a pair of 6v6s in a push pull arrangement. You can keep a cup of coffee warm over them but not fry an egg. The cathode voltage dropped from 18 to 15VDC and all other pin voltages are normal. 
> 
> Since the monster was out of the cage I took the opportunity to do a general cleanup, including bandswitches, pots etc., restringing of the bandpointer and bandspread mechanisms and finally a complete realignment. In addition I found that the 5Z3 had weakened as well as the first audio amp. A bit of lubrication with synthetic motor oil in the tuning mechanism made a lot of difference. 
> 
> In the end the SX-28 is better than ever blaring out high fidelity audio with excellent sensitivity and selectivity. It had been 15 years since its arrival at the shack and complete recap. This master sample of the BA species needed some TLC.
> 
> Thanks to all who helped with the audio problem.
> 
> Best 73s
> 
> Guido Santacana KP4FAR
> San Juan, PR-US
> In one of our worst droughts in 20 years.
> 
> Sent from my iPad
> _______________________________________________
> BoatAnchors mailing list
> BoatAnchors at theporch.com
> https://minime.theporch.com/mailman/listinfo/boatanchors



From jjcurry at sbcglobal.net  Fri Jul 31 16:07:40 2015
From: jjcurry at sbcglobal.net (Joseph J. Curry)
Date: Fri, 31 Jul 2015 13:07:40 -0700
Subject: [BoatAnchors] B&W Coils or Catalog
In-Reply-To: <E08738034B3B4A4599ED3C188BA27B2C@WilsonPC>
References: <E08738034B3B4A4599ED3C188BA27B2C@WilsonPC>
Message-ID: <002d01d0cbcc$908de690$b1a9b3b0$@sbcglobal.net>

Wilson:

According to my 1950-1951 Radio's Master Catalog, B&W did build end linked
coils ranging from 5 to 80 meters. They are denoted as BEL.

73,

Joe
K3ICO



From gsantacanav at gmail.com  Fri Jul 31 18:07:03 2015
From: gsantacanav at gmail.com (Guido Santacana)
Date: Fri, 31 Jul 2015 18:07:03 -0400
Subject: [BoatAnchors] SX-28 Audio
In-Reply-To: <20150731173119.PELJG.276458.root@cdptpa-web20>
References: <20150731173119.PELJG.276458.root@cdptpa-web20>
Message-ID: <0989576B-3E4C-4AA3-9B70-69DE47D97F61@gmail.com>



The S20r and S40 have always been nice rcvrs but I have issues with their sensitivity. My S20r was working great until IF transformer T3 gave way. I replaced it but never the same again. The S40 has always been lacking in sensitivity even when aligned. Maybe I am soing something wrong. They will be back on the bench soon.

73s

Guido KP4FAR

Sent from my iPad

On Jul 31, 2015, at 1:31 PM, <wb3fau55 at neo.rr.com> wrote:

> Guido and the gang,  lot of  cool BA receivers out there.  These  oldies need periodic maint.  along  with alignment.  But  when you get the work all done,  you got a pretty nice old rig.
> Not a Halli fan,  but worked on a few S40s with good results.  Right now need to get into my Hammarlund  HQ-129X,  just a bit of TLC,  amazing sensitivity up to 10m.  73s Russ.
> ---- Guido Santacana via BoatAnchors <boatanchors at theporch.com> wrote: 
>> Gentlemen,
>> 
>>  After replacing the cathode by pass resistor, a new electrolytic cap that had gone bad and both 6V6s, the circuit is running at what I would call normal heat for a pair of 6v6s in a push pull arrangement. You can keep a cup of coffee warm over them but not fry an egg. The cathode voltage dropped from 18 to 15VDC and all other pin voltages are normal. 
>> 
>> Since the monster was out of the cage I took the opportunity to do a general cleanup, including bandswitches, pots etc., restringing of the bandpointer and bandspread mechanisms and finally a complete realignment. In addition I found that the 5Z3 had weakened as well as the first audio amp. A bit of lubrication with synthetic motor oil in the tuning mechanism made a lot of difference. 
>> 
>> In the end the SX-28 is better than ever blaring out high fidelity audio with excellent sensitivity and selectivity. It had been 15 years since its arrival at the shack and complete recap. This master sample of the BA species needed some TLC.
>> 
>> Thanks to all who helped with the audio problem.
>> 
>> Best 73s
>> 
>> Guido Santacana KP4FAR
>> San Juan, PR-US
>> In one of our worst droughts in 20 years.
>> 
>> Sent from my iPad
>> _______________________________________________
>> BoatAnchors mailing list
>> BoatAnchors at theporch.com
>> https://minime.theporch.com/mailman/listinfo/boatanchors
> 


From 1oldlens1 at ix.netcom.com  Fri Jul 31 19:18:56 2015
From: 1oldlens1 at ix.netcom.com (Richard Knoppow)
Date: Fri, 31 Jul 2015 16:18:56 -0700
Subject: [BoatAnchors] SX-28 Audio
In-Reply-To: <0989576B-3E4C-4AA3-9B70-69DE47D97F61@gmail.com>
References: <20150731173119.PELJG.276458.root@cdptpa-web20>
 <0989576B-3E4C-4AA3-9B70-69DE47D97F61@gmail.com>
Message-ID: <55BC0260.9020506@ix.netcom.com>

      How are you measuring sensitivity?   Also note that both receivers 
lack something on the highest band.   The S40 has a much better RF tube 
and should be fairly respectable on the highest band.   Remember that on 
the highest band the local oscillator is tuned _below_ the signal, not 
above it as on the other bands.
       The S-20R is the same way but has a poorer tube for the RF. There 
are also probably differences in the coil loses between the two.  Most 
cheaper all band receivers do poorly above about 20 mhz.

On 7/31/2015 3:07 PM, Guido Santacana via BoatAnchors wrote:
>
> The S20r and S40 have always been nice rcvrs but I have issues with their sensitivity. My S20r was working great until IF transformer T3 gave way. I replaced it but never the same again. The S40 has always been lacking in sensitivity even when aligned. Maybe I am soing something wrong. They will be back on the bench soon.
>
> 73s
>
> Guido KP4FAR
>
> Sent from my iPad
>
> On Jul 31, 2015, at 1:31 PM, <wb3fau55 at neo.rr.com> wrote:
>
>> Guido and the gang,  lot of  cool BA receivers out there.  These  oldies need periodic maint.  along  with alignment.  But  when you get the work all done,  you got a pretty nice old rig.
>> Not a Halli fan,  but worked on a few S40s with good results.  Right now need to get into my Hammarlund  HQ-129X,  just a bit of TLC,  amazing sensitivity up to 10m.  73s Russ.
>> ---- Guido Santacana via BoatAnchors <boatanchors at theporch.com> wrote:
>>> Gentlemen,
>>>
>>>   After replacing the cathode by pass resistor, a new electrolytic cap that had gone bad and both 6V6s, the circuit is running at what I would call normal heat for a pair of 6v6s in a push pull arrangement. You can keep a cup of coffee warm over them but not fry an egg. The cathode voltage dropped from 18 to 15VDC and all other pin voltages are normal.
>>>
>>> Since the monster was out of the cage I took the opportunity to do a general cleanup, including bandswitches, pots etc., restringing of the bandpointer and bandspread mechanisms and finally a complete realignment. In addition I found that the 5Z3 had weakened as well as the first audio amp. A bit of lubrication with synthetic motor oil in the tuning mechanism made a lot of difference.
>>>
>>> In the end the SX-28 is better than ever blaring out high fidelity audio with excellent sensitivity and selectivity. It had been 15 years since its arrival at the shack and complete recap. This master sample of the BA species needed some TLC.
>>>
>>> Thanks to all who helped with the audio problem.
>>>
>>> Best 73s
>>>
>>> Guido Santacana KP4FAR
>>> San Juan, PR-US
>>> In one of our worst droughts in 20 years.
>>>
>>> Sent from my iPad
>>> _______________________________________________
>>> BoatAnchors mailing list
>>> BoatAnchors at theporch.com
>>> https://minime.theporch.com/mailman/listinfo/boatanchors
> _______________________________________________
> BoatAnchors mailing list
> BoatAnchors at theporch.com
> https://minime.theporch.com/mailman/listinfo/boatanchors
>

-- 
Richard Knoppow
1oldlens1 at ix.netcom.com
WB6KBL



From spr at earthlink.net  Fri Jul 31 21:56:28 2015
From: spr at earthlink.net (Scott Robinson)
Date: Fri, 31 Jul 2015 18:56:28 -0700
Subject: [BoatAnchors] SX-28 Audio
In-Reply-To: <55BC0260.9020506@ix.netcom.com>
References: <20150731173119.PELJG.276458.root@cdptpa-web20>
 <0989576B-3E4C-4AA3-9B70-69DE47D97F61@gmail.com>
 <55BC0260.9020506@ix.netcom.com>
Message-ID: <55BC274C.4090803@earthlink.net>

Folks,

I measured the sensitivity (3 kHz bandwidth, 10 dB S/S+N) of my SX-28 
*after* I discovered the fried primary on the antenna coil for the 5-11 
Hz band and got about 2.5 uV on all bands, as I recall.

Remember that you do this measurement by switching the modulation on and 
off, NOT the carrier.

I have been told that atmospheric noise in the HF bands with any 
reasonable antenna is about 2 uV measured the same way, so once you get 
to 2uV sensitivity, ,ore won't do you much good.

Peace,

Scott

On 7/31/15 4:18 PM, Richard Knoppow via BoatAnchors wrote:
>       How are you measuring sensitivity?   Also note that both receivers
> lack something on the highest band.   The S40 has a much better RF tube
> and should be fairly respectable on the highest band.   Remember that on
> the highest band the local oscillator is tuned _below_ the signal, not
> above it as on the other bands.
>        The S-20R is the same way but has a poorer tube for the RF. There
> are also probably differences in the coil loses between the two.  Most
> cheaper all band receivers do poorly above about 20 mhz.
>
> On 7/31/2015 3:07 PM, Guido Santacana via BoatAnchors wrote:
>>
>> The S20r and S40 have always been nice rcvrs but I have issues with
>> their sensitivity. My S20r was working great until IF transformer T3
>> gave way. I replaced it but never the same again. The S40 has always
>> been lacking in sensitivity even when aligned. Maybe I am soing
>> something wrong. They will be back on the bench soon.
>>
>> 73s
>>
>> Guido KP4FAR
>>
>> Sent from my iPad
>>
>> On Jul 31, 2015, at 1:31 PM, <wb3fau55 at neo.rr.com> wrote:
>>
>>> Guido and the gang,  lot of  cool BA receivers out there.  These
>>> oldies need periodic maint.  along  with alignment.  But  when you
>>> get the work all done,  you got a pretty nice old rig.
>>> Not a Halli fan,  but worked on a few S40s with good results.  Right
>>> now need to get into my Hammarlund  HQ-129X,  just a bit of TLC,
>>> amazing sensitivity up to 10m.  73s Russ.
>>> ---- Guido Santacana via BoatAnchors <boatanchors at theporch.com> wrote:
>>>> Gentlemen,
>>>>
>>>>   After replacing the cathode by pass resistor, a new electrolytic
>>>> cap that had gone bad and both 6V6s, the circuit is running at what
>>>> I would call normal heat for a pair of 6v6s in a push pull
>>>> arrangement. You can keep a cup of coffee warm over them but not fry
>>>> an egg. The cathode voltage dropped from 18 to 15VDC and all other
>>>> pin voltages are normal.
>>>>
>>>> Since the monster was out of the cage I took the opportunity to do a
>>>> general cleanup, including bandswitches, pots etc., restringing of
>>>> the bandpointer and bandspread mechanisms and finally a complete
>>>> realignment. In addition I found that the 5Z3 had weakened as well
>>>> as the first audio amp. A bit of lubrication with synthetic motor
>>>> oil in the tuning mechanism made a lot of difference.
>>>>
>>>> In the end the SX-28 is better than ever blaring out high fidelity
>>>> audio with excellent sensitivity and selectivity. It had been 15
>>>> years since its arrival at the shack and complete recap. This master
>>>> sample of the BA species needed some TLC.
>>>>
>>>> Thanks to all who helped with the audio problem.
>>>>
>>>> Best 73s
>>>>
>>>> Guido Santacana KP4FAR
>>>> San Juan, PR-US
>>>> In one of our worst droughts in 20 years.
>>>>
>>>> Sent from my iPad
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       That sounds correct.   The usual measurement, which I think was a 
standard at one time, is to find the carrier strength for 10db ratio 
between modulation and noise when unmodulated using 400 hz at 30% 
modulation.   2. 5 microvolts is pretty good.   Note that the voltage 
presumes the generator is working into its characteristic impedance.   
If that is different from the receiver input impedance some corrections 
are necessary.   Also, of course this measurement depends on bandwidth 
so its not really a valid way to compare dissimilar receivers.   
However, where a signal to noise number is given for a receiver it is a 
good way to find out if its working correctly.
       Note also that some old receivers have a "sensitivity " spec 
which is no more than a gain spec.  This is usually in the form of 1 
microvolt input for 5 watts output or something of the sort.  This may 
be useful to check to see if there is  gross problem with the receiver 
but doesn't really tell you much about the performance. Ideally, the 
noise spec should be in the form of a _noise figure_. This is the ratio 
of the noise output from the receiver in comparison to the output of a 
noise free receiver with equivalent input resistance.  In other words 
one calculates the theoretical thermal noise for a resistance equivalent 
to the input resistance of the receiver and measure how much higher the 
actual noise is than this.   The measurement is done by using a 
calibrated noise source. Since all the receiver noise is referred to the 
input the noise figure or noise factor takes into account the bandwidth 
automatically.   Typical good HF communication receivers have around a 
6db to maybe 9db NF.   However, NF is usually given for microwave 
receivers where its critical.    Much below 20mhz the noise from any 
sort of decent antenna far exceeds the thermal noise of any decent 
receiver.

On 7/31/2015 6:56 PM, Scott Robinson wrote:
> Folks,
>
> I measured the sensitivity (3 kHz bandwidth, 10 dB S/S+N) of my SX-28 
> *after* I discovered the fried primary on the antenna coil for the 
> 5-11 Hz band and got about 2.5 uV on all bands, as I recall.
>
> Remember that you do this measurement by switching the modulation on 
> and off, NOT the carrier.
>
> I have been told that atmospheric noise in the HF bands with any 
> reasonable antenna is about 2 uV measured the same way, so once you 
> get to 2uV sensitivity, ,ore won't do you much good.
>
> Peace,
>
> Scott
>
> On 7/31/15 4:18 PM, Richard Knoppow via BoatAnchors wrote:
>>       How are you measuring sensitivity? Also note that both receivers
>> lack something on the highest band.   The S40 has a much better RF tube
>> and should be fairly respectable on the highest band.   Remember that on
>> the highest band the local oscillator is tuned _below_ the signal, not
>> above it as on the other bands.
>>        The S-20R is the same way but has a poorer tube for the RF. There
>> are also probably differences in the coil loses between the two.  Most
>> cheaper all band receivers do poorly above about 20 mhz.
>>
>> On 7/31/2015 3:07 PM, Guido Santacana via BoatAnchors wrote:
>>>
>>> The S20r and S40 have always been nice rcvrs but I have issues with
>>> their sensitivity. My S20r was working great until IF transformer T3
>>> gave way. I replaced it but never the same again. The S40 has always
>>> been lacking in sensitivity even when aligned. Maybe I am soing
>>> something wrong. They will be back on the bench soon.
>>>
>>> 73s
>>>
>>> Guido KP4FAR
>>>
>>> Sent from my iPad
>>>
>>> On Jul 31, 2015, at 1:31 PM, <wb3fau55 at neo.rr.com> wrote:
>>>
>>>> Guido and the gang,  lot of  cool BA receivers out there.  These
>>>> oldies need periodic maint.  along  with alignment.  But when you
>>>> get the work all done,  you got a pretty nice old rig.
>>>> Not a Halli fan,  but worked on a few S40s with good results.  Right
>>>> now need to get into my Hammarlund  HQ-129X,  just a bit of TLC,
>>>> amazing sensitivity up to 10m.  73s Russ.
>>>> ---- Guido Santacana via BoatAnchors <boatanchors at theporch.com> wrote:
>>>>> Gentlemen,
>>>>>
>>>>>   After replacing the cathode by pass resistor, a new electrolytic
>>>>> cap that had gone bad and both 6V6s, the circuit is running at what
>>>>> I would call normal heat for a pair of 6v6s in a push pull
>>>>> arrangement. You can keep a cup of coffee warm over them but not fry
>>>>> an egg. The cathode voltage dropped from 18 to 15VDC and all other
>>>>> pin voltages are normal.
>>>>>
>>>>> Since the monster was out of the cage I took the opportunity to do a
>>>>> general cleanup, including bandswitches, pots etc., restringing of
>>>>> the bandpointer and bandspread mechanisms and finally a complete
>>>>> realignment. In addition I found that the 5Z3 had weakened as well
>>>>> as the first audio amp. A bit of lubrication with synthetic motor
>>>>> oil in the tuning mechanism made a lot of difference.
>>>>>
>>>>> In the end the SX-28 is better than ever blaring out high fidelity
>>>>> audio with excellent sensitivity and selectivity. It had been 15
>>>>> years since its arrival at the shack and complete recap. This master
>>>>> sample of the BA species needed some TLC.
>>>>>
>>>>> Thanks to all who helped with the audio problem.
>>>>>
>>>>> Best 73s
>>>>>
>>>>> Guido Santacana KP4FAR
>>>>> San Juan, PR-US
>>>>> In one of our worst droughts in 20 years.
>>>>>
>>>>> Sent from my iPad
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>>>>> BoatAnchors at theporch.com
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-- 
Richard Knoppow
1oldlens1 at ix.netcom.com
WB6KBL



